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continued . . .

TB-21 Stainless Steel Cleaning and Maintenance

Always:	 Wipe or polish with the grain direction of satin finishes.

	 Remove any cleaning or soap residue from stainless surface with water and wipe dry with 	
	 clean cloth.

Caution:	 Avoid cleaning products containing bleach, hydrochloric acids and or chlorides . . . 
		  these are frequently found in toilet bowl or tile cleaners and in abrasive scrubbing 		
		  powders. 

	 Avoid use of steel wool which can leave behind fine particles that cause surface rust. 

	 Avoid use of abrasive cleaners on bright polish stainless steel surfaces.

CONDITION CLEANING AGENT METHOD OF APPLICATION

Use mild cleaning solution 
or stainless steel cleaners.

Dirt, smudges, and fingerprints Apply cleaner.
Wipe off soil using a cloth or 
sponge for smooth surfaces and a 
soft brush for textured surfaces.
Rinse and dry.

Bobrick Graffiti Remover, 
part #891099 or equivalent.

Graffiti Apply cleaner, rub spots 
with soft cloth or sponge.
Rinse and dry.

Liquid or spray stainless 
steel polish. 

Stubborn spots, atmospheric 
discoloration

As recommended by 
manufacturer.
Rinse or dry.

Bathroom cleaners 
containing phosphoric 
acid or acetic acids.

Mineral deposit or scale from 
hard water

Apply liberally, allow to stand for 
a few minutes; scrub with coarse 
toweling or soft bristle brush in 
direction of grain.
Rinse and dry.

“Rust” discoloration resulting 
from exposure to harsh 
environmental and or chemical 
conditions

Note: Shower and other wet 
environments may need to be 
cleaned daily to minimize “rust” 
discoloration.

Appropriate cleaner listed 
above, plus 3M Scotch Brite 
pad #7447 or equivalent.

Clean surface as above, then 
rub stained area lightly with 3M 
Scotch Brite pad.
Clean with stainless steel polish.
Rinse and dry.
Rub only with the grain 
direction of satin finishes. . .
do not use on bright polish 
stainless steel. 
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Special Note for Toilet Partition Hardware

Although stainless steel is very resistant to rust, there are certain conditions where this can happen 
depending on various factors listed below:

•	 Cleansers containing Chloride or Muriatic Acid (hydrochloric acid).

•	 Concentrated soap residue where chemical additives to soap may cause discoloration and 			
	 potentially dry out and result in a rusting appearance.

•	 Environments where water has high iron content or where contact with iron occurs (such as 		
	 steel wool, machining chips or iron residue or dust from installation or cleaning of other steel 		
	 products) can leave a rusty residue.

•	 Presence of salt containing chlorides.

Remove rust discoloration or corrosion as soon as possible to prevent permanent discoloration 
and pitting of the surface.  Regular cleaning can restore the original condition in most cases with 
proper maintenance and cleaning.  DAILY cleaning should prevent discoloration (rusting and 
rusting appearance) and corrosion in high moisture environments such as showers and shower 
compartments.

Materials and Tools Required:

•	 Mid abrasive cleaner such as Bar Keepers Friend (available at Home Improvement or Discount 		
	 Stores).

•	 Soft Sponge and/or 3M Scotch Brite pad #7447 or equivalent.

Follow the Steps Below During Daily Cleaning:

1.	 Apply a generous amount on the affected areas and rub with a damp sponge in the direction of 		
	 the grain.  NOTE: Avoid using caustic cleaners that contain chlorides as the abrasive nature of 		
	 these products will further damage the steel’s chromium film.

2.	 Rinse with clear water and gently towel dry.

3.	 Repeat cleaning process daily or more often depending on severity of rusting.

For Powder Coated (e.g., .MBLK) and PVD Stainless Steel Accessories:

1.	 Use a soft cloth to remove dust.

2.	 Use a highly diluted mild soap in a soft water-based solution applied to a soft cloth to gently 		
	 clean. Then, rinse with soft water and dry with another soft towel.

3.	 For PVD stainless steel accessories, do not use any compounds containing silicone.
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TB-21 Stainless Steel Cleaning and Maintenance

Always:   Wipe or polish with the grain direction of satin fi nishes.

  Remove any cleaning or soap residue from stainless surface with water and wipe dry with  
  clean cloth.

Caution:  Avoid cleaning products containing bleach, hydrochloric acids and or chlorides . . . 
  these are frequently found in toilet bowl or tile cleaners and in abrasive scrubbing   
  powders. 

  Avoid use of steel wool which can leave behind fi ne particles that cause surface rust. 

  Avoid use of abrasive cleaners on bright polish stainless steel surfaces.

CONDITION CLEANING AGENT METHOD OF APPLICATION

Use mild cleaning solution or 
stainless steel cleaners.

Dirt, smudges, and fi ngerprints Apply cleaner.
Wipe off soil using a cloth or 
sponge for smooth surfaces 
and a soft brush for textured 
surfaces.
Rinse and dry.

Bobrick Graffi ti Remover, part 
#891099 or equivalent.

Graffi ti Apply cleaner, rub spots with soft 
cloth or sponge.
Rinse and dry.

Liquid or spray stainless steel 
polish. 

Stubborn spots, atmospheric 
discoloration

As recommended by 
manufacturer.
Rinse or dry.

Bathroom cleaners 
containing phosphoric acid 
or acetic acids.

Mineral deposit or scale from 
hard water

Apply liberally, allow to stand for 
a few minutes; scrub with coarse 
toweling or soft bristle brush in 
direction of grain.
Rinse and dry.

“Rust” discoloration resulting 
from exposure to harsh 
environmental and or chemical 
conditions

Note: Shower and other wet 
environments may need to be 
cleaned daily to minimize “rust” 
discoloration.

Appropriate cleaner listed above, 
plus 3M Scotch Brite pad #7447 
or equivalent.

Clean surface as above, then 
rub stained area lightly with 3M 
Scotch Brite pad.
Clean with stainless steel polish.
Rinse and dry.
Rub only with the grain 
direction of satin fi nishes. . .
do not use on bright polish 
stainless steel. 
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Special Note for Toilet Partition Hardware

Although stainless steel is very resistant to rust, there are certain conditions where this can happen 
depending on various factors listed below:

• Cleansers containing Chloride or Muriatic Acid (hydrochloric acid).

• Concentrated soap residue where chemical additives to soap may cause discoloration and   
 potentially dry out and result in a rusting appearance.

• Environments where water has high iron content or where contact with iron occurs (such as   
 steel wool, machining chips or iron residue or dust from installation or cleaning of other steel   
 products) can leave a rusty residue.

• Presence of salt containing chlorides.

Remove rust discoloration or corrosion as soon as possible to prevent permanent discoloration 
and pitting of the surface.  Regular cleaning can restore the original condition in most cases with 
proper maintenance and cleaning.  DAILY cleaning should prevent discoloration (rusting and 
rusting appearance) and corrosion in high moisture environments such as showers and shower 
compartments.

Materials and Tools Required:

• Mid abrasive cleaner such as Bar Keepers Friend (available at Home Improvement or Discount   
 Stores).

•  Soft Sponge and/or 3M Scotch Brite pad #7447 or equivalent.

Follow the Steps Below During Daily Cleaning:

1. Apply a generous amount on the affected areas and rub with a damp sponge in the direction of   
 the grain.  NOTE: Avoid using caustic cleaners that contain chlorides as the abrasive nature of   
 these products will further damage the steel’s chromium fi lm.

2. Rinse with clear water and gently towel dry.

3. Repeat cleaning process daily or more often depending on severity of rusting.
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Stainless steel is a low-carbon steel that contains at least 10 percent chromium. The addition of chromium gives the steel its unique 
corrosion‑resisting properties. Bradley partitions are fabricated from type 301 stainless steel, which contains 16-18% chromium and 6-8% nickel. 
Bradley uses it because it is extremely durable, resists corrosion, stands up to many chemicals, and is easy to fabricate.

Stainless steel is very resistant to rust, however this does not mean that it is impervious to it. Stainless steel must be kept clean and free from 
contaminants. Frequent cleaning with mild soap and water or glass cleaner and a cotton cloth is required. Sometimes stainless steel products 
will develop corrosion or discoloration due to environmental and installation conditions. The following is a list of common conditions that cause 
corrosion or discoloration of stainless steel and should be avoided.

•	Chloride containing cleansers – includes pure bleach and any cleaners containing bleach

•	Muriatic acid (hydrochloric acid) – commonly used to clean up after tile/concrete installation

•	Concentrated soap residue – chemical additives will cause discoloration and some dried soaps will actually look like rust

•	Water with high iron content – can leave a rusty residue, especially if allowed to drip continuously

•	Contact with iron materials – includes steel wool, machining chips, and iron residue/dust from installation or cleaning of other steel products

•	Trapped moisture between the product and another object – rubber mats, metal cans of soaps or cleaners

•	Salts – contain chlorides

Any discoloration or corrosion should be removed as soon as possible or permanent discoloration and pitting of the surface could occur. 
Usually the product can be restored to its original condition. Most discoloration can be removed with a mild cleanser (Ajax, Bon Ami, etc.) or 
stainless steel cleaner (Revere Ware Stainless Steel Cleaner, Goddard's Stainless Steel Cleaner, etc.) and a Scotch‑Brite® pad. The surface should 
then be thoroughly rinsed with clear water. With proper maintenance, stainless steel will maintain its luster and appearance indefinitely.

My stainless is rusty? What do I do?
The following is a guide to help you choose a cleaning method that best fits the finish and the product in question.

Cleaning Method Applicable Finishes Notes
Naval Jelly – available at hardware, marine, and 
automotive supply stores

Bright polished and satin finishes
(mirrors, partitions and dispensers)

Follow directions on side of bottle. Must be rinsed 
well with water. Tends to brighten surface so should 
be used on entire product. This is an acid‑based 
product and safety precautions on product must be 
followed. Does not work as well on rougher finishes.

Mild Abrasives (Bon Ami, BarKeepers Friend) – available 
at hardware, discount, and grocery stores

Satin finishes 
(partitions and dispensers)

Do not use any product containing bleach or other 
chlorides. Put mild abrasive on soft, wet cloth. Rub 
evenly over entire surface of item. Rinse well and 
wipe dry.

Abrasive Pads (Scotch‑Brite or other non‑metallic pad) – 
available at hardware discount, and grocery stores

Rougher finishes
(peened grab bars)

Use a mild abrasive cleanser (described above) on a 
damp abrasive pad. Rub in the direction of the grain. 
Clean entire part to ensure continuity of the finish. 
Rinse well with water and wipe dry. Do not use this 
on fine finishes as it will destroy the intended finish.

Electrocoat Finish Cleaning Information
Polyurethane electrocoat lacquer on stainless steel accessories provides excellent resistance to tarnishing and staining from airborne contaminants. 
The baked-on lacquer increases mechanical properties and provides an outstanding combination of UV, solvent, chemical, and wear resistance 
at thin film builds. Our tinted polyurethane finishes are designed to offer cosmetic and durability enhancement. Stains and fingerprints on the 
baked-on polyurethane lacquer coating can be easily cleaned with a dry cotton cloth. Soap and water may be added for cleaning and disinfecting. 
Whenever practical, wipe with the grain of the metal. If cleaners are used, thoroughly rinse with clear water. Depending on rinse water quality, a 
drying may be needed to avoid water spots. Avoid scouring pads and abrasive cleansers.

https://www.bradleycorp.com/mediamanager/view/31941/Bradley_Stainless_Steel_Accessory_Cleaning.pdf


 

 

 

 

 

 

 

                                                                            
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
110 Kings Road, Kings Mountain, NC 28086-0428 • Ph. 704.739.7415 • Fax 704.739.7418 • email: bfec@buckeyef.com 

PORTABLE FIRE EXTINGUISHERS 

DESCRIPTION 
 
Buckeye’s 10 LB Monoammonium 
Phosphate based fire extinguisher is 
designed for use in combating Class A, 
B, and C type fires. 
 
Commonly known as an “ABC” fire 
extinguisher, this multipurpose 
extinguisher is designed for use in 
homes, office buildings, warehouses, 
motor vehicles, farms, and woodworking 
areas.  
 
(This extinguisher is NOT recommended for use on 
delicate electronic equipment and computers.)  

 
 

FEATURES 
 

• Manufactured in accordance with 
ANSI/UL 299 and ANSI/UL 711 
Standards and is DOT 
compliant. UL and ULC Listed 

 

• US COAST GUARD approved 
for Type A Size II and Type B:C 
Size II when used in conjunction 
with Mounting Bracket Model 
809, P/N 700226. 

 

• Polyester epoxy powder coated 
steel cylinder with anodized     
all-metal valve assembly. 

 

• ABC dry chemical is available in 
50 lb. Pails for recharging 
Buckeye extinguishers. 

SPECIFICATIONS 
 

Agent Capacity: 10 lbs. / 4.54 kg 
 
 
UL/ULC Rating: 4-A:80-B:C 
 
 
Shipping Weight: 18.25 lbs. / 8.3 kg 
 
 
Height: 21 in / 53.3 cm 
 
 
Width: 7.75 in / 19.7 cm 
 
 
Cylinder Diameter: 5.125 in / 13 cm 
 
 
Discharge Time: 22 seconds 
 
 
Discharge Range: 15–21 ft / 4.6–6.4 m 
 
 
Operating Temperature Range:  

-65 F to 120 F / -54 C to 49 C 
 
 

ORDERING INFORMATION 
 

10 LB ABC Dry Chemical Fire 
Extinguisher with Wall Hook 
 
Aluminum Valve Assembly- P/N 11340 
Brass Valve Assembly- P/N 11341 
 
Note: For Coast Guard Approval, you must 
also order the Model 809 Mounting Bracket, 
P/N 700226 
 
Refer to the Buckeye Spare Parts List for 
replacement parts 

10 LB. ABC MULTIPURPOSE STORED PRESSURE FIRE EXTINGUISHER 
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American Made Since 1968

For over four decades Buckeye Fire

Equipment has been an international

leader in the development and

manufacture of reliable fire protection

products.

A privately owned and operated company

with its headquarters near Charlotte, NC,

Buckeye Fire Equipment has earned an

excellent reputation for quality, reliability

and value within the commercial and

industrial fire protection industry.

We offer a complete line of handheld and

wheeled fire extinguishers, extinguishing

agents, fire suppressing foam concentrates

and hardware, pre-engineered kitchen fire

suppression systems, and customizable

gas detection systems.

To ensure our distributors and customers

get the highest quality fire protection

equipment, all of our products undergo

rigorous testing, both in-house and by

third party testing organizations such as

Underwriters Laboratories, U.L. Canada,

Factory Mutual, ASME and the U.S.

Government.

We are committed to helpful and responsive

customer service and knowledgeable

and dependable technical support. This

commitment has earned Buckeye Fire

Equipment the coveted ISO 9001-2008

Quality Certification.

Contact us for more information about the

wide selection of Buckeye Fire Equipment

Company products and services. We have

trained personnel who are ready to assist

you with your fire protection needs.

Extinguisher Selection Guide

To provide the best protection of life and property from fire, it is critical that the proper

extinguisher selection be made. The classification and rating of an extinguisher are

vital pieces of information for making this selection.

The National Fire Protection Association (NFPA) has established the requirements for

the number, size, placement, inspection, maintenance, and testing

of portable fire extinguishers. These requirements are contained in NFPA 10, “Standard 

for Portable Fire Extinguishers”.

Within this standard it is stated that the selection of fire extinguishers for a given

situation is determined by the following:

• the character and size of the fires anticipated to be encountered. 

• the construction and occupancy of the property to be protected. 

• the ambient temperature of the area where the extinguisher will be located.

• other factors that may dictate the selection of a particular type of extinguisher.

Fire Classifications

Generally fire extinguishers are selected based on the hazard(s) they are intended to

protect. Classifications have been established to categorize these hazards as follows:

Class A: Fires involving ordinary combustible materials such as wood,
cloth, paper, rubber and many plastics.

Class B: Fires involving flammable liquids, combustible liquids, petroleum
grease, tars, oils, oil based paints, solvents, lacquers, alcohols, and flammable
gases.

Class C: Fires that involve energized electrical equipment.

Class D: Fires involving combustible metals such as magnesium,
sodium, potassium and titanium.

Class K: Fires involving combustible cooking media such as vegetable
oils, animal oils and fats.



Occupancy Hazards

The NFPA classifies occupancies as either
Low, Moderate or High Hazard.

Low hazard occupancies are
locations where the total amount of
Class A combustible materials and Class
B flammables, including furnishings,
decorations, and contents, is of minor
quantity. This can include some buildings
or rooms occupied as offices, classrooms,
churches, assembly halls, guest room
areas of hotels/motels.

Moderate hazard occupancies are
locations where the total amount of
Class A combustibles and Class B
flammables are present in greater
amounts than expected under low
hazard occupancies.

These occupancies could consist of
dining areas, mercantile shops and allied
storage, light manufacturing, research
operations, auto showrooms, parking
garages and workshops.

High hazard occupancies are
locations where the total amount of Class
A combustibles and Class B flammables
present, in storage, production, use,
finished product, or combination thereof,
is over and above those expected in
occupancies classed as moderate hazard.

These occupancies could consist of

woodworking; vehicle repair; aircraft and
boat servicing; cooking areas; individual
product display showrooms; product
convention center displays; and storage
and manufacturing processes such as
painting, dipping, and coating, including
flammable liquid handling.

Note: If the lower B rating is installed then the
maximum travel distance to the extinguisher is
reduced from 50 to 30 feet.

To determine the overall A rating necessary
for protection of an occupancy, divide the
total sq. ft. by the Unit of A in the above
table. For example if a low occupancy
building has a total sq. ft. of 30,000.
Divide 30,000 by 3000 (Unit of A) = 10.

Therefore in this example the building
would require a minimum of five 2-A
rated extinguishers.

Placement/Accessibility Of Extinguisher

Occupancies Min. Rating Unit of A

Low 2-A:5/10-B 3000

Moderate 2-A:10/20-B 1500

High 4-A:40/80-B 1000

Fire Classification

Maximum Travel
Distance To Fire

Extinguisher

Class A

75 Feet
Maximum

area that one
extinguisher
can protect

and meet the
75 ft. rule =

11,250 sq. ft..

Class B

50 Feet
Maximum

area that one
extinguisher
can protect

and meet the
50 ft. rule =
5,000 sq. ft..

Class C

In accordance
with the Class
A or B hazard

it is protecting

Class D

75 Feet

Class K

30 Feet
Maximum

area that one
extinguisher
can protect

and meet the
30 ft. rule =
1,800 sq. ft.

Fire Ratings

Along with the classification, the numerical
rating of an extinguisher is an important
factor in the proper selection of an
extinguisher. The rating is a measure of
the  extinguishing potential of the fire
extinguisher and is developed on the
basis of comparative fire tests.

Only Class A and Class B classifications
carry numerical ratings. Basically the
higher the number associated with the
classification letter, the larger the fire 
the extinguisher has the potential to
extinguish.

Class A fire tests involve two types of
fire, a wood crib fire test and a wood
panel fire test. For example to achieve 
a 3-A rating an extinguisher must
successfully extinguish a burning wood
crib measuring 29” x 29” x 27” and a
wood panel measuring 12’ x 12’.

Class B fire tests involve square pans
containing flammable liquid.

For example to achieve a 40-B rating an
extinguisher must successfully extinguish
a burning pan measuring 100 sq. ft.

There are no numerical ratings associated
with Class C, D or K.

For Class C, the electrical nonconducting
characteristics of the agent are verified,
not its extinguishing potential.

For Class D, only the amount of agent
and application method needed to
control a metal fire of a certain size and
type is tested.

For Class K, the extinguisher must
extinguish 80 lbs. of burning cooking 
oil in a commercial deep fat fryer and
cause no splashing of flaming oil outside
the fryer.

This ABC extinguisher is rated
3-A:40-B:C. The 3 and the 40
indicate the extinguishing
potential for Class A and Class
B fires respectively. The C
indicates that the agent will
not conduct electricity. This
unit exceeds the minimum
rating for Low and Moderate
occupancy requirements.
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Company Goal

Our goal is to provide our customers with quality fire extinguishers at a great value.

In pursuit of this, we are proud to say that we manufacture all our products in the

U.S.A. We mill and blend our own dry chemical agents, machine the component parts,

assemble and then test our units to the highest quality standards.

Key Features Of Buckeye Fire Extinguishers

• Manufactured to meet UL/ULC’s rigorous standards for commercial hazard
protection and backed by our manufacturer’s warranty.

• Dry Chemical and Halotron extinguisher cylinders are constructed out of deep drawn and
ironed carbon steel. Carbon Dioxide cylinders are constructed out of 6061 TG aluminum.

• Rechargeable.

• Anodized aluminum or plated brass valve assemblies for superior strength and
corrosion resistance.

• The extinguisher nameplate incorporates trilingual operating and maintenance
instructions, English, Spanish and French.

• Color-coded gauges show operating status at-a-glance.

• Extinguishers have model and serial number bar coding for easy and accurate
maintenance history.

• Metal pull pins, vehicle brackets and wall hooks for extended unit service life.

• Buckeye Fire Equipment products are environmentally friendly and can be included 
in projects aiming for LEED certification.

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved
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ABC Dry Chemical

ABC Dry Chemical is a multipurpose

extinguishing agent that is suitable for

use on Class A, Class B and Class C fires.

Typical Uses: For public areas such as

offices, classrooms, churches, parking

garages, and hotel/motel assembly halls

and guest areas. For businesses such as

retail stores, light manufacturing facilities,

research facilities, auto dealerships, vehicle/

aircraft/marine service centers, and

manufacturing processes such as painting,

dipping, and coating.

Not recommended for use on sensitive

electronic equipment or aircraft structure.

Model 2.5SA-ABC 5HISA40-ABC 5HISA40-ABC 10HI SA80 ABC 10SHISA-ABC 20SHISA-ABC 30SHISB-ABC*
5HISB40-ABC* 5HISB40-ABC* 10HI SB80 ABC* 20SHISB-ABC*

Description 2.5 lb. ABC 5 lb. ABC 5 lb. ABC 10 lb. ABC 10 lb. Short ABC 20 lb. ABC 30 lb. ABC
Vehicle Bracket Wall Mount Vehicle Bracket Wall Mount Wall Mount Wall Mount Wall Mount

Pt. # Alum. Valve 13315 10914 25614 11340 11310 12120 N/A

Pt. # Brass Valve N/A 10915 25615 11341 N/A 12121 12905

Agent Capacity 2.5 lb. (1.13 kg) 5 lb. (2.27 kg) 5 lb. (2.27 kg) 10 lb. (4.54 kg) 10 lb. (4.54 kg) 20 lb. (9.07 kg) 30 lb. (13.6 kg)

UL/ULC Rating 1-A:10-B:C 3-A:40-B:C 3-A:40-B:C 4-A:80-B:C 4-A:60-B:C 10-A:120-B:C 10-A:160-B:C

Temperature Range -65° to 120°F (-54° to 49°C)

Discharge Time 9 sec 14 sec 14 sec 22 sec 18 sec 27 sec 32 sec

Discharge Range ft (m) 9-15 (2.7-4.6) 12-18 (3.7-5.5) 12-18 (3.7-5.5) 15-21 (4.6-6.4) 15-21 (4.6-6.4) 15-21 (4.6-6.4) 25-30 (7.6-9.1)

Operating Pressure 100 psi (689 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa)

USCG Approval Type B:C Size I Type A Size II Type A Size II Type A Size II Type A Size II Type A Size II Type A Size II
Type B:C Size I Type B:C Size I Type B:C Size II Type B:C Size II Type B:C Size III Type B:C Size IV

Ship Weight** 5.5 lb. (2.5 kg) 10 lb. (4.5 kg) 10.25 lb. (4.7 kg) 18.25 lb. (8.3 kg) 18.75 lb. (8.6 kg) 33.5 lb. (15.2 kg) 52.25 lb. (23.7 kg)

Unit Height 14.75 in (37.5 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 21 in (53.3 cm) 16.75 in (42.5 cm) 21.25 in (53.8 cm) 27.375 in (69.4 cm)

Unit Width 4.875 in (12.4 cm) 7.25 in (18.4 cm) 7.25 in (18.4 cm) 7.75 in (19.7 cm) 8.25 in (21 cm) 8.75 in (22.2 cm) 8.75 in (22.2 cm)

Unit Diameter 3.375 in (8.6 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 5.125 in (13 cm) 6 in (15.2 cm) 7.5 in (19.1 cm) 7.5 in (19.1 cm)

* Denotes units with brass valves   **Ship Weight is an approximate weight used for calculating shipping costs. Actual unit weight is printed on the product label.

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved
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Purple K Dry Chemical

Purple K Dry Chemical is a high performance
extinguishing agent most effective for
dealing with flammable liquid fires.
Purple K is suitable for use on Class B
and Class C fires.

Typical Uses: For flammable liquid hazards
in public areas such as offices, classrooms,
churches, parking garages, and hotel/
motel assembly halls and guest areas. For
flammable liquid hazards in businesses
such as retail stores, light manufacturing
facilities, research facilities, auto dealerships,
vehicle/aircraft/marine service centers,
and manufacturing processes such as
painting, dipping, and coating.

Not recommended for use on sensitive
electronic equipment.

Model 2.5SA-PK 5HISA-PK 5HISA-PK 5 HI  SAN-PK 5 HI  SAN-PK 10HISA-PK 20SHISA-PK 30SHISB-PK*
Fixed Nozzle Fixed Nozzle 10HISB-PK* 20SHISB-PK*

Description 2.5 lb. PK 5 lb. PK 5 lb. PK 5 lb. PK 5 lb. PK 10 lb. PK 20 lb. PK 30 lb. PK
Vehicle Bracket Wall Mount Vehicle Bracket Wall Mount Vehicle Bracket Wall Mount Wall Mount Wall Mount

Pt. # Alum. Valve 13515 11214 25914 11214N 25914N 11740 12620 N/A

Pt. # Brass Valve N/A N/A N/A N/A N/A 11741 12621 12805

Agent Capacity 2.5 lb. (1.13 kg) 5 lb. (2.27 kg) 5 lb. (2.27 kg) 5 lbs. (2.27 kg) 5 lbs. (2.27 kg) 10 lb. (4.54 kg) 20 lb. (9.07 kg) 30 lb. (13.6 kg)

UL/ULC Rating 10-B:C 20-B:C 20-B:C 10-B:C 10-B:C 80-B:C 120-B:C 160-B:C

Temperature Range -65° to 120°F (-54° to 49°C)

Discharge Time 9 sec 9 sec 9 sec 12 Seconds 12 Seconds 22 sec 27 sec 32 sec

Discharge Range ft (m) 9-15 (2.7-4.6) 12-18 (3.7-5.5) 12-18 (3.7-5.5) 12-18 (3.7-5.5) 12-18 (3.7-5.5) 15-21 (4.6-6.4) 15-21 (4.6-6.4) 25-30 (7.6-9.1)

Operating Pressure 100 psi (689 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa)

USCG Approval Type B:C Size I Type B:C Size I Type B:C Size I Type B:C Size I Type B:C Size I Type B:C Size II Type B:C Size III Type B:C Size IV

Ship Weight 5.5 lb. (2.5 kg) 10 lb. (4.5 kg) 10.25 lb. (4.7 kg) 9.5 lb. (4.3 kg) 9.75 lb. (4.4 kg) 18.25 lb. (8.3 kg) 33.5 lb. (15.2 kg) 52.25 lb. (23.7 kg)

Unit Height 14.75 in (37.5 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 21 in (53.3 cm) 21.25 in (53.8 cm) 27.375 in (69.4 cm)

Unit Width 4.875 in (12.4 cm) 7.25 in (18.4 cm) 7.25 in (18.4 cm) 6 in (15.24 cm) 6 in (15.24 cm) 7.75 in (19.7 cm) 8.75 in (22.2 cm) 8.75 in (22.2 cm)

Unit Diameter 3.375 in (8.6 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 5.125 in (13 cm) 7.5 in (19.1 cm) 7.5 in (19.1 cm)

*Denotes extinguishers with brass valves

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved
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Standard Dry Chemical

Standard (BC) Dry Chemical is a sodium
bicarbonate based extinguishing agent
that is suitable for use on Class B and
Class C fires.

Typical Uses: For flammable liquid
hazards in public areas such as offices,
classrooms, churches, parking garages,
and hotel/motel assembly halls and
guest areas. For flammable liquid
hazards in businesses such as retail
stores, light manufacturing facilities,
research facilities, auto dealerships,
vehicle/aircraft/marine service centers,
and manufacturing processes such as
painting, dipping, and coating.

Not recommended for use on sensitive
electronic equipment.

Model 2.5SA-STD 5.5HISA40-STD 5.5HISA40-STD 10HISA-STD 20SHISA-STD

Description 2.5 lb. STD Vehicle Bracket 5 lb. STD Wall Mount 5 lb. STD Vehicle Bracket 10 lb. STD Wall Mount 20 lb. STD Wall Mount

Pt. # Alum. Valve 13415 11014 13514 11840 12220

Agent Capacity 2.5 lb. (1.13 kg) 5.5 lb. (2.5 kg) 5.5 lb. (2.5 kg) 10 lb. (4.54 kg) 20 lb. (9.07 kg)

UL/ULC Rating 10-B:C 40-B:C 40-B:C 40-B:C 120-B:C

Temperature Range -65° to 120°F (-54° to 49°C)

Discharge Time 9 sec 14 sec 14 sec 14 sec 28 sec

Discharge Range ft (m) 9-15 (2.7-4.6) 12-18 (3.7-5.5) 12-18 (3.7-5.5) 15-21 (4.6-6.4) 15-21 (4.6-6.4)

Operating Pressure 100 psi (689 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa)

USCG Approval Type B:C Size I Type B:C Size I Type B:C Size I Type B:C Size II Type B:C Size III

Ship Weight 5.5 lb. (2.5 kg) 10.5 lb. (4.8 kg) 10.75 lb. (4.9 kg) 18.25 lb. (8.3 kg) 33.5 lb. (15.2 kg)

Unit Height 14.75 in (37.5 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 21 in (53.3 cm) 21.25 in (53.8 cm)

Unit Width 4.875 in (12.4 cm) 7.25 in (18.4 cm) 7.25 in (18.4 cm) 7.75 in (19.7 cm) 8.75 in (22.2 cm)

Unit Diameter 3.375 in (8.6 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 5.125 in (13 cm) 7.5 in (19.1 cm)

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved
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Carbon Dioxide

Carbon Dioxide is the trusted non-conductive
clean agent and is most effective for
dealing with electronic equipment fires.
CO2 is suitable for use on Class B and
Class C fires.

Typical Uses: For protecting sensitive
electronic equipment in offices, classrooms,
churches, parking garages, and hotel/
motel assembly halls and guest areas.
For protecting sensitive electronic
equipment in businesses such as retail
stores, light manufacturing facilities,
research facilities, auto dealerships,
vehicle/aircraft/marine service centers,
and manufacturing processes such as
painting, dipping, and coating.

Recommended for use on sensitive
electronic equipment.

Model 451 456 461 466

Description 5 lb. Carbon Dioxide 10 lb. Carbon Dioxide 15 lb. Carbon Dioxide 20 lb. Carbon Dioxide

Pt. # 45100 45600 46100 46600

Agent Capacity 5 lb. (2.27 kg) 10 lb. (4.54 kg) 15 lb. (6.8 kg) 20 lb. (9.07 kg)

UL/ULC Rating 5-B:C 10-B:C 10-B:C 10-B:C

Temperature Range -22° to 120°F (-30° to 49°C)

Discharge Time 9 sec 9 sec 15 sec 20 sec

Discharge Range ft (m) 4-8 (1.2-2.4) 4-8 (1.2-2.4) 4-8 (1.2-2.4) 4-8 (1.2-2.4)

USCG Approval Type B:C Size I Type B:C Size I Type B:C Size II Type B:C Size II

Ship Weight 13.75 lb. (6.3 kg) 27.75 lb. (12.6 kg) 37.75 lb. (17.1 kg) 49 lb. (22.2 kg)

Unit Height 17.375 in (44.1 cm) 19.75 in (50.2 cm) 26.375 in (67 cm) 26.875 in (68.2 cm)

Unit Width 8.25 in (21 cm) 12 in (30.5 cm) 12 in (30.5 cm) 13 in (33 cm)

Unit Diameter 5.25 in (13.3 cm) 6.89 in (17.5 cm) 6.89 in (17.5 cm) 8 in (20.3 cm)

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved

See Page 17 for Wheeled Carbon Dioxide Extinguishers.
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Halotron

Halotron is a clean, non conductive gaseous
agent that is an excellent replacement
for Halon 1211 extinguishers. Halotron 
is suitable for use on Class A, Class B and
Class C fires.

Typical Uses: For protecting sensitive
electronic equipment in offices, classrooms,
churches, parking garages, and hotel/
motel assembly halls and guest areas. For
protecting sensitive electronic equipment
in businesses such as retail stores, light
manufacturing facilities, research facilities,
auto dealerships, vehicle/aircraft/marine
service centers, and manufacturing
processes such as painting, dipping, 
and coating.

Recommended for use on sensitive
electronic equipment.

Model 2.5 FSA 2.5 FSA 2.5 HSA 2.5 HSA 5 FSA 5 FSA 5 HSA 5 HSA 11 SA 15 SA
11 SB* 15 SB*

Description 2.5 lb. Nozzle 2.5 lb. Nozzle 2.5 lb. Hose 2.5 lb. Hose 5 lb. Nozzle 5 lb. Nozzle 5.5 lb. Hose 5.5 lb. Hose 11 lb. Hose 15.5 lb. Hose
Wall Mount Vehicle Brkt Wall Mount Vehicle Brkt Wall Mount Vehicle Brkt Wall Mount Vehicle Brkt Wall Mount Wall Mount

Pt. # Alum. Value 70258 70251 70259 70256 70510 70550 75550 75555 71100 71550

Pt. # Brass Value N/A N/A N/A N/A N/A N/A N/A N/A 71101 71551

Agent Capacity 2.5 lb. (1.13 kg) 2.5 lb. (1.13 kg) 2.5 lb. (1.13 kg) 2.5 lb. (1.13 kg) 5 lb. (2.27 kg) 5 lb. (2.27 kg) 5.5 lb. (2.49 kg) 5.5 lb. (2.49 kg) 11 lb. (5 kg) 15.5 lb. (7.03 kg)

UL/ULC Rating 2-B:C 2-B:C 2-B:C 2-B:C 5-B:C 5-B:C 5-B:C 5-B:C 1-A:10-B:C 2-A:10-B:C

Temperature Range -40° to 120°F (-40° to 49°C)

Discharge Time 9 sec 9 sec 9 sec 9 sec 9 sec 9 sec 9 sec 9 sec 9 sec 13 sec

Discharge Range ft (m) 6-10 (1.8-3) 6-10 (1.8-3) 6-10 (1.8-3) 6-10 (1.8-3) 9-15 (2.7-4.5) 9-15 (2.7-4.5) 9-15 (2.7-4.5) 9-15 (2.7-4.5) 9-15 (2.7-4.5) 12-18 (3.7-5.5)

Operating Pressure 100 psi (689 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 125 psi (862 kPa)

USCG Approval N/A N/A N/A N/A N/A Type B:C Size I N/A Type B:C Size I Type B:C Size I Type B:C Size II

Ship Weight 5.25 lb. (2.4 kg) 5.5 lb. (2.49 kg) 5.5 lb. (2.49 kg) 5.75 lb. (2.6 kg) 9.25 lb. (4.2 kg) 9.5 lb. (4.3 kg) 10.0 lb. (4.5 kg) 10.25 lb. (4.7 kg) 21.25 lb. (9.6 kg) 25.75 lb. (11.75 kg)

Unit Height 13.375 in (34 cm) 13.375 in (34 cm) 13.375 in (34 cm) 13.375 in (34 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 16.375 in (41.6 cm) 17.5 in (44.5 cm) 17.5 in (44.5 cm)

Unit Width 5.625 in (14.3 cm) 5.625 in (14.3 cm) 6.75 in (17.1 cm) 6.75 in (17.1 cm) 6.5 in (16.5 cm) 7.25 in (18.5 cm) 6.5 in (16.5 cm) 7.25 in (18.5 cm) 8.625 in (21.9 cm) 8.625 in (21.9 cm)

Unit Diameter 3.375 in (8.6 cm) 3.375 in (8.6 cm) 3.375 in (8.6 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 4.25 in (10.8 cm) 7 in (17.8 cm) 7 in (17.8 cm)

* Denotes units with brass valves

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved
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Water And Water Mist

Our Water and Water Mist units provide

effective and economical protection for

common combustible fires.

Both the Water and Water Mist

extinguishers have Schrader Valves

incorporated into the Valve Assemblies

for easy recharge.

The Water Mist extinguisher is

non-magnetic and third party tested 

to be safe to use in proximity to MRI

equipment rated to three tesla. It uses

deionized water and incorporates a

unique spray nozzle that makes it safe 

to use on energized electrical equipment

(rated for both Class A and Class C fires).

The Water Mist is considered to be the

#1 choice for use in hospitals and

libraries.

The Water extinguisher uses ordinary

water as its extinguishing agent and can

be pressurized with regular air making

recharging the extinguisher simple and

economical. It is shipped empty for filling

and pressurizing on site.

Typical Uses: For common combustible

fires in offices, classrooms, churches,

parking garages, and hotel/motel

assembly halls and guest areas. For

common combustible fires in businesses

such as retail stores, light manufacturing

facilities, research facilities, auto dealerships,

vehicle/ aircraft/marine service centers,

and manufacturing processes such as

painting, dipping, and coating.

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved

Model 500 WM250

Description Stored Pressure Water Stored Pressure Water Spray

Part # 50000 51000

Cylinder/Valve Material Stainless Steel/Plated Brass Stainless Steel/Plated Brass

Agent Capacity 2.5 gallons (9.6 liters) 2.5 gallons (9.6 liters)

UL/ULC Rating 2-A 2-A:C

Temperature Range 40° to 120°F (4.4° to 49°C) 40° to 120°F (4.4° to 49°C)

Discharge Time 50 sec 73 sec

Discharge Range 45 to 55 ft. (13.7 to 16.8m) 5 to 10 ft. (1.5 to 3m)

Operating Pressure 100 psi (689 kPa) 100 psi (689 kPa)

Mounting Type Wall Wall

USCG Approval Type A Size II N/A

Ship Weight Empty: 8.3 lb. (3.7 kg) Full: 30.25 lb. (13.7 kg)

Unit Height 24.5 in (62.2 cm) 28 in (78.1 cm)

Unit Width (Incl. Hose) 9 in (22.9 cm) 14 in (35.6 cm)

Unit Diameter 7 in (17.8 cm) 7 in (17.8 cm)
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Wet Chemical - Class K

Our Wet Chemical extinguishers contain a

blend of Potassium Acetate and Potassium

Citrate that is extremely effective in

suppressing high temperature fires

involving cooking oils and grease.

The units incorporate a spray nozzle that

ensures the agent is applied gently to the

burning oil thus preventing splashing. 

It’s unique cooling properties deliver

exceptional heat absorption ensuring 

the fire remains out.

Wet Chemical is suitable for use on Class

A and K fires.

Typical Uses: For protecting cooking oil and

grease fires in commercial kitchens. This

extinguisher is designed to complement

existing pre-engineered hood systems.

Used in conjunction with Kitchen Mister
Fire Suppression System. 

Page 24 – 26.

Model WC-6L WC-2.5

Description 6 Liter Wet Chemical 2.5 Gallon Wet Chemical

Part # 50006 50025

Cylinder/Valve Material Stainless Steel/Plated Brass Stainless Steel/Plated Brass

UL/ULC Rating 1-A:K 1-A:K

Temperature Range 40° to 120° (4.4° to 49°C) 40° to 120° (4.4° to 49°C)

Discharge Time 54 secs. 74 secs.

. Mounting Type Wall Wall

Operating Pressure 100 psi (690 kPa) 100 psi (690 kPa)

Ship Weight 22.75 lb. (10.3 kg) 30 lb. (13.6 kg)

Unit Height 19.25 in (48.9 cm) 24.5 in (62.2 cm)

Unit Width (incl. hose) 9 in (22.9 cm) 9 in (22.9 cm)

Cylinder Diameter 7 in (17.8 cm) 7 in (17.8 cm)

Third Party Approvals For Peace Of Mind

DOT
Compliant
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Combustible Metals -
Class D

Specifically designed for use on combustible
metal fires, this extinguisher features
a discharge assembly that keeps the
operator at a safe distance while
providing accurate application of the
agent on the fire.

From the heat of the fire, the sodium
chloride based agent forms a crust to
exclude air from the burning material.
Suitable for use on Class D fires such as
those involving magnesium, sodium,
potassium and sodium-potassium alloys.

There is data showing that zirconium,
uranium, titanium, and powdered
aluminum fires can be controlled and
extinguished with this unique
extinguisher.

Typical Uses: Metal production and
machining operations.

Model 30 CLD

Part # 52000

Agent Capacity 30 lb. (13.6 kg)

FM Rating D

Discharge Time 28 sec

Operating Pressure 195 psi (1344 kPa)

Mounting Type Wall

USCG Approval N/A

Ship Weight 55 lb. (24.95 kg)

Unit Height 33 in (83.8 cm)

Unit Width (Incl Hose) 16 in (40.6 cm)

Unit Diameter 8 in (20.3 cm)
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High Flow

Buckeye’s High Flow product line of fire extinguishers sets the standard for quality

and reliability in the high flow extinguisher category. Designed to deliver

outstanding performance, Buckeye High Flow extinguishers are specifically suited

to meet the demands of industrial applications where NFPA 10 requires the

installation of high flow extinguishers; installations where hazards such as

pressurized flammable liquids, pressurized gas, or three dimensional fires exist.

Key Features

• Exceeds UL and NFPA requirement for 1 lb. per second discharge rate

• UL and ULC Listed

• Rugged steel cylinders, plated brass valves, and baked-on polyester epoxy top
coat

• Meets DOT and TC requirements

• US Coast Guard Approved with listed marine bracket

• Trilingual labels-English, Spanish, and French

• Widest selection of agents and sizes in the industry

• Operating temperature is -65°F to 120°F

• Operating pressure 195 psi

Model 10 HF ABC 10 HF PK 10 HF STD 13 HF ABC 13 HF PK 13 HF STD 20 HF ABC 20 HF PK 20 HF STD 30 HF ABC 30 HF PK 30 HF STD

Pt. # 11350 11650 11850 11150 11250 11450 12350 12650 12850 13350 13650 13850

Agent Capacity 10 Lbs. 10 Lbs. 10 Lbs. 13.2 lbs. 13.2 lbs. 13.2 lbs. 20 lbs. 20 lbs. 20 lbs. 30 lbs. 30 lbs. 30 lbs.
(4.54 kg) (4.54 kg) (4.54 kg) (6 kg) (6 kg) (6 kg) (9.07 kg) (9.07 kg) (9.07 kg) (13.6 kg) (13.6 kg) (13.6 kg)

UL/ULC Rating 1-A:20-B:C 20-B:C 10-B:C 1-A:20-B:C 20-B:C 10-B:C 4-A:60-B:C 60-B:C 60-B:C 4-A:80-B:C 80-B:C 60-B:C

Discharge Rate (lb/sec) 1.11 1.03 1.17 1.26 1.11 1.25 1.17 1.57 1.34 1.43 1.56 1.75

Discharge Time (Secs) 10 sec 10 9 11 12 10 18 13 14 22 21 17

Discharge Range ft (m) 30-40 ft 30-40 ft 30-40 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft
(9.14-12.19m) (9.14-12.19m) (9.14-12.19m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m)

USCG Approval Type A Size II Type B:C Size II Type B:C Size II Type A Size II Type B:C Size II Type B:C Size II Type A Size II Type B:C Size III Type B:C Size III Type A Size II Type B:C Size IV Type B:C Size IV
Type B:C Size II Type B:C Size II Type B:C Size III Type B:C Size IV

Shipping Wt. 19 19 19 25 25 25 35 35 35 48.5 48.5 48.5

Unit Height (in.) 16.75 16.75 16.75 17.5 17.5 17.5 21.25 21.25 21.25 27.5 27.5 27.5

Unit Width (in.) 8.25 8.25 8.25 8.25 8.25 8.25 8.75 8.75 8.75 8.75 8.75 8.75

Unit Diameter (in.) 6 6 6 7 7 7 7.5 7.5 7.5 7.5 7.5 7.5

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved
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Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved

Heavy Duty High Flow

Buckeye’s Heavy Duty High Flow product line of fire extinguishers go where other

fire extinguishers fear to tread. Designed for installations in harsh, unforgiving

environments, the Buckeye Heavy Duty High Flow extinguishers not only meet the

demands where NFPA 10 requires the installation of high flow extinguishers,

installations where hazards such as pressurized flammable liquids, pressurized gas,

or three dimensional fires exist, but they are also equipped with additional

features that make them less susceptible to damage and wear that would take

other extinguishers out of service.

Key Features

• Exceeds UL and NFPA requirement for 1 lb. per second discharge rate

• Rugged steel cylinders and nickel-plated brass valves

• Galvanizing compound coating with a baked–on polyester epoxy finish coat
provides unmatched corrosion protection - passes 3000 hr salt spray test

• Stainless Steel operating handles and Pull Pin

• Plated brass gauge guard and protective vinyl foot ring

• UL and ULC Listed

• Meets DOT and TC requirements

• US Coast Guard Approved with listed marine bracket

• Trilingual labels-English, Spanish, and French

• Widest selection of agents and sizes in the industry

• Operating temperature is -65°F to 120°F

• Operating pressure 195 psi

Model 10 HDHF ABC 10 HDHF PK 10 HDHF STD 13 HDHF ABC 13 HDHF PK 13 HDHF STD 20 HDHF ABC 20 HDHF PK 20 HDHF STD 30 HDHF ABC 30 HDHF PK 30 HDHF STD

Pt. # 11351 11651 11851 11151 11251 11451 12351 12651 12851 13351 13651 13851

Agent Capacity 10 Lbs. 10 Lbs. 10 Lbs. 13.2 lbs. 13.2 lbs. 13.2 lbs. 20 lbs. 20 lbs. 20 lbs. 30 lbs. 30 lbs. 30 lbs.
(4.54 kg) (4.54 kg) (4.54 kg) (6 kg) (6 kg) (6 kg) (9.07 kg) (9.07 kg) (9.07 kg) (13.6 kg) (13.6 kg) (13.6 kg)

UL/ULC Rating 1-A:20-B:C 20-B:C 10-B:C 1-A:20-B:C 20-B:C 10-B:C 4-A:60-B:C 60-B:C 60-B:C 4-A:80-B:C 80-B:C 60-B:C

Discharge Rate (lb/sec) 1.11 1.03 1.17 1.26 1.11 1.25 1.17 1.57 1.34 1.43 1.56 1.75

Discharge Time (Secs) 10 10 9 11 12 10 18 13 14 22 21 17

Discharge Range ft (m) 30-40 ft 30-40 ft 30-40 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft 40-50 ft
(9.14-12.19m) (9.14-12.19m) (9.14-12.19m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m) (12.19-15.24m)

USCG Approval Type A Size II Type B:C Size II Type B:C Size II Type A Size II Type B:C Size II Type B:C Size II Type A Size II Type B:C Size III Type B:C Size III Type A Size II Type B:C Size IV Type B:C Size IV
Type B:C Size II Type B:C Size II Type B:C Size III Type B:C Size IV

Shipping Wt. (lbs.) 19.5 19.5 19.5 26 26 26 35.5 35.5 35.5 49.5 49.5 49.5

Unit Height (in.) 17 17 17 17.75 17.75 17.75 21.5 21.5 21.5 27.5 27.5 27.5

Unit Width (in.) 8.25 8.25 8.25 8.25 8.25 8.25 8.75 8.75 8.75 8.75 8.75 8.75

Unit Diameter (in.) 6.5 6.5 6.5 7.5 7.5 7.5 8 8 8 8 8 8
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Automatic Spot Protection

Horizontal Mini-Guards

Designed for single unit installations, the Buckeye Fire Equipment Mini-Guard automatic spot protection extinguishers provide

supplementary fire protection suitable for some local and total flood applications. These units are not intended as a substitute for

automatic sprinkler systems, fixed pre-engineered or engineered extinguishing systems and are not intended to be multiple

mounted. These units are classified as disposable and are therefore not subject to the 6-year internal examination and 12-year

hydrostatic test required by NFPA 10.

The Mini-Guard automatic spot protection extinguishers

are designed, constructed, and tested to the same

engineering standards as our portable fire extinguishers.

Available in horizontal or vertical configurations, the units

can be charged with multipurpose (ABC) dry chemical or

Halotron agents and are fitted with a detection sprinkler

head that is rated at 165° F.

Typical Uses: The dedicated protection of specialized equipment used in business or manufacturing processes or for specific fire risk

areas such as flammable liquid storage rooms (dry chemical) and small electronic data storage rooms (Halotron).

Note: Requires a bracket for mounting (sold separately, see page 32).

Model MULTIPURPOSE (ABC) DRY CHEMICAL HALOTRON

Agent Type ABC Dry Chemical ABC Dry Chemical ABC Dry Chemical ABC Dry Chemical Halotron I Halotron I

Part # 80251 80521 81021 82021 87105 87205

Agent Capacity 2.5 lb. (1.13 kg) 5 lb. (2.3 kg) 10 lb. (4.5 kg) 20 lb. (9.1 kg) 18 lb. (8.2 kg) 25 lb. (11.3 kg) 

Ship Weight 4 lb. (1.8 kg) 11 lb. (5 kg) 19 lb. (8.6 kg) 36 lb. (16.3 kg) 29 lb. (13.2 kg) 42 lb. (19 kg) 

Operating Pressure 100 psi (689 kPa) 100 psi (689 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 100 psi (689 kPa) 100 psi (689 kPa) 

Unit Length 14.25 in (36.2 cm) 17.25 in (43.8 cm) 20.875 in (53 cm) 21.875 in (55.6 cm) 17.875 in (45.4 cm) 21.875 in (55.6 cm) 

Unit Diameter 3.375 in (8.6 cm) 4.25 in (10.8 cm) 5.125 in (13 cm) 7.5 in (19.1 cm) 7 in (17.8 cm) 7.5 in (19.1 cm)

Max Total Flood Volume 120 cu. ft. 180 cu. ft. 1300 cu. ft. 2184 cu. ft. 500 cu. ft. 700 cu. ft. 

Max Total Flood Height Above Hazard 7.5 ft. 7.5 ft. 13 ft. 14 ft. 8 ft. 10 ft. 

Local Application Coverage Areas 4 ft. x 4 ft. 4 ft. x 6 ft. 10 ft. x 10 ft. 12 ft. x 13 ft. 4 ft. x 4 ft. 6 ft. x 6 ft. 

Mounting Bracket 700287 700270 700226 700229 700228 700229

Maximum Local Application - Height Above Hazard = 4 Feet for all Models
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Automatic Spot Protection

Vertical Mini-Guards

Designed for single unit installations, the Buckeye Fire Equipment Mini-Guard automatic

spot protection extinguishers provide supplementary fire protection suitable for some

local and total flood applications. These units are not intended as a substitute for

automatic sprinkler systems, fixed pre-engineered or engineered extinguishing systems

and are not intended to be multiple mounted. These units are classified as disposable and

are therefore not subject to the 6-year internal examination and 12-year hydrostatic

test required by NFPA 10.

The Mini-Guard automatic spot protection extinguishers are designed, constructed,

and tested to the same engineering standards as our portable fire extinguishers.

Available in horizontal or vertical configurations, the units can be charged with

multipurpose (ABC) dry chemical or Halotron agents and are fitted with a detection

sprinkler head that is rated at 165° F.

Typical Uses: The dedicated protection of specialized equipment used in business or

manufacturing processes or for specific fire risk areas such as flammable liquid storage

rooms (dry chemical) and small electronic data storage rooms (Halotron).

Note: The vertical Mini-Guard comes with a welded-on mounting plate and predrilled

attachment holes.

Model MULTIPURPOSE (ABC) DRY CHEMICAL HALOTRON

Agent Type ABC Dry Chemical ABC Dry Chemical ABC Dry Chemical ABC Dry Chemical Halotron I Halotron I

Part # 80250 80501 81001 82001 87100 87200

Agent Capacity 2.5 lb. (1.13 kg) 5 lb. (2.3 kg) 10 lb. (4.5 kg) 20 lb. (9.1 kg) 18 lb. (8.2 kg) 25 lb. (11.3 kg)

Ship Weight 4 lb. (1.8 kg) 11 lb. (5 kg) 19 lb. (8.6 kg) 36 lb. (16.3 kg) 29 lb. (13.2 kg) 42 lb. (19 kg)

Operating Pressure 100 psi (689 kPa) 100 psi (689 kPa) 195 psi (1344 kPa) 195 psi (1344 kPa) 100 psi (689 kPa) 100 psi (689 kPa)

Unit Length 15.25 in (38.7 cm) 17.25 in (43.8 cm) 17.625 in (44.8 cm) 21.875 in (55.6 cm) 17.875 in (45.4 cm) 21.875 in (55.6 cm)

Unit Diameter 3.375 in (8.6 cm) 4.25 in (10.8 cm) 6 in (15.2 cm) 7.5 in (19.1 cm) 7 in (17.8 cm) 7.5 in (19.1 cm)

Max Total Flood Volume 120 cu. ft. 180 cu. ft. 1300 cu. ft. 2184 cu. ft. 500 cu. ft. 700 cu. ft.

Max Total Flood Height Above Hazard 7.5 ft. 7.5 ft. 13 ft. 14 ft. 8 ft. 10 ft.

Local Application Coverage Areas 4 ft. x 4 ft. 4 ft. x 6 ft. 10 ft. x 10 ft. 12 ft. x 13 ft. 4 ft. x 4 ft. 6 ft. x 6 ft.

Maximum Local Application - Height Above Hazard = 4 Feet for all Models



17

Wheeled Carbon Dioxide

Our Wheeled Carbon Dioxide extinguishers

are designed for one-man operation and

are constructed with spun steel cylinders

and plated brass valve assemblies. DOT/TC

approved cylinders, rugged frames and

solid rubber tires are key features of

these UL/ULC approved units.

Carbon Dioxide is a residue-free agent

and is suitable for use on Class B and

Class C fires.

Typical Uses: For protecting sensitive

electronic equipment in refineries,

shipboard, laboratories, construction 

sites, chemical plants and manufacturing

facilities.

Model C-50-SE C-100-SE

Description 50 lb. CO2 100 lb. CO2

Part # 35050 35100

Agent Capacity 50 lb. (22.68 kg) 100 lb. (45.36 kg)

UL Rating 20-B:C 20-B:C

USCG Approval Type B:C Size IV Type B:C Size V

Operating Temperature Range -22° to 120°F (-30° to 49°C) -22° to 120°F (-30° to 49°C)

Discharge Time 40 sec 80 sec

Range 15 ft. (4.6 m) 15 ft. (4.6 m)

Unit Weight 286 lb. (130 kg) 416 lb. (189 kg)

Unit Height x Width x Depth 60” x 31” x 21” 65” x 30” x 21”
(152.4 x 76.2 x 53.3 cm) (165.1 x 76.2 x 53.3 cm)

Hose Diameter & Length .50 in x 15 ft. .50 in x 40 ft.
(1.27 cm x 4.6 m) (1.27 cm x 12.2 m)

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved



18

Wheeled Dry Chemical

With our comprehensive line, Buckeye

Wheeled Dry Chemical fire extinguishers

have your large-scale fire protection needs

covered. Available in three size capacities

with three choices of extinguishing

agent and three different operational

design configurations, the best match 

for your hazard protection needs can be

accurately selected, maximizing the fire

safety of your operation.

Designed for one man operation these

units are easily transportable through

doorways and over rough terrain. Tow

Loops can be added to your selection if

you need easy vehicle transport capability.

All models are rechargeable and meet

relevant UL, ULC, TC & DOT requirements.

Selected models have US Coast Guard

Approval.

Stationary models are also available. 

Typical Uses: Offshore rigs, ship docks,

refineries, chemical plants, aircraft ramps,

remote construction sites, large laboratories,

processing plants, storage and loading

areas. Not for use on sensitive electronic

equipment.

Dry chemical wheeled units are available

for Class A, Class B and Class C fires.

Third Party Approvals For Peace Of Mind

DOT
Compliant

USCG
Approved
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Wheeled Dry Chemical - Product Specification
SP = Stored Pressure      RG = Regulated Pressure       PT = Pressure Transfer

MODEL TYPE PART NUMBER AGENT CAPACITY UL/ULC RATING DISCHARGE TIME DISCHARGE RANGE UNIT WEIGHT

A-50-SP ABC Dry Chemical 30010 50 lb. (22.7 kg) 10-A:160-B:C 36 sec 25-35 ft. (7.6-10.7 m) 154 lb. (70 kg)

A-150-SP ABC Dry Chemical 30110 125 lb. (56.7 kg) 30-A:240-B:C 47 sec 30-40 ft. (9.1-12.2 m) 300 lb. (136 kg)

A-150-RG ABC Dry Chemical 31120 125 lb. (56.7 kg) 30-A:240-B:C 44 sec 30-40 ft. (9.1-12.2 m) 387 lb. (176 kg)

A-150-RG ABC Dry Chemical 31140 125 lb. (56.7 kg) 30-A:240-B:C 44 sec 30-40 ft. (9.1-12.2 m) 422 lb. (191 kg)

A-150-RG ABC Dry Chemical 31150 125 lb. (56.7 kg) 30-A:240-B:C 44 sec 30-40 ft. (9.1-12.2 m) 434 lb. (197 kg)

A-150-PT ABC Dry Chemical 31110 125 lb. (56.7 kg) 30-A:240-B:C 43 sec 30-40 ft. (9.1-12.2 m) 325 lb. (147 kg)

A-350-RG ABC Dry Chemical 32120 300 lb. (136 kg) 30-A:320-B:C 52 sec 30-40 ft. (9.1-12.2 m) 780 lb. (354 kg)

A-350-RG ABC Dry Chemical 32140 300 lb. (136 kg) 30-A:320-B:C 52 sec 30-40 ft. (9.1-12.2 m) 806 lb. (366 kg)

A-350-PT ABC Dry Chemical 32110 300 lb. (136 kg) 30-A:320-B:C 53 sec 30-40 ft. (9.1-12.2 m) 657 lb. (298 kg)

A-350-PT ABC Dry Chemical 32130 300 lb. (136 kg) 30-A:320-B:C 53 sec 30-40 ft. (9.1-12.2 m) 683 lb. (310 kg)

S-150-RG Standard Dry Chemical 31220 150 lb. (68 kg) 240-B:C 48 sec 30-40 ft. (9.1-12.2 m) 412 lb. (187 kg)

S-150-RG Standard Dry Chemical 31240 150 lb. (68 kg) 240-B:C 48 sec 30-40 ft. (9.1-12.2 m) 447 lb. (203 kg)

S-150-RG Standard Dry Chemical 31250 150 lb. (68 kg) 240-B:C 48 sec 30-40 ft. (9.1-12.2 m) 459 lb. (208 kg)

S-150-PT Standard Dry Chemical 31210 150 lb. (68 kg) 240-B:C 43 sec 30-40 ft. (9.1-12.2 m) 350 lb. (159 kg)

S-350-RG Standard Dry Chemical 32220 350 lb. (159 kg) 320-B:C 59 sec 30-40 ft. (9.1-12.2 m) 830 lb. (376 kg)

S-350-RG Standard Dry Chemical 32240 350 lb. (159 kg) 320-B:C 59 sec 30-40 ft. (9.1-12.2 m) 856 lb. (388 kg)

S-350-PT Standard Dry Chemical 32210 350 lb. (159 kg) 320-B:C 50 sec 30-40 ft. (9.1-12.2 m) 707 lb. (321 kg)

S-350-PT Standard Dry Chemical 32230 350 lb. (159 kg) 320-B:C 50 sec 30-40 ft. (9.1-12.2 m) 733 lb. (333 kg)

K-50-SP Purple K Dry Chemical 30030 50 lb. (22.7 kg) 160-B:C 36 sec 25-35 ft. (7.6-10.7 m) 154 lb. (70 kg)

K-150-SP Purple K Dry Chemical 30310 125 lb. (56.7 kg) 320-B:C 54 sec 30-40 ft. (9.1-12.2 m) 300 lb. (136 kg)

K-150-RG Purple K Dry Chemical 31320 125 lb. (56.7 kg) 320-B:C 55 sec 30-40 ft. (9.1-12.2 m) 387 lb. (176 kg)

K-150-RG Purple K Dry Chemical 31340 125 lb. (56.7 kg) 320-B:C 55 sec 30-40 ft. (9.1-12.2 m) 422 lb. (191 kg)

K-150-RG Purple K Dry Chemical 31350 125 lb. (56.7 kg) 320-B:C 55 sec 30-40 ft. (9.1-12.2 m) 434 lb. (197 kg)

K-150-PT Purple K Dry Chemical 31310 125 lb. (56.7 kg) 320-B:C 54 sec 30-40 ft. (9.1-12.2 m) 325 lb. (147 kg)

K-350-RG Purple K Dry Chemical 32320 300 lb. (136 kg) 320-B:C 57 sec 30-40 ft. (9.1-12.2 m) 780 lb. (354 kg)

K-350-RG Purple K Dry Chemical 32340 300 lb. (136 kg) 320-B:C 57 sec 30-40 ft. (9.1-12.2 m) 806 lb. (366 kg)

K-350-PT Purple K Dry Chemical 32310 300 lb. (136 kg) 320-B:C 62 sec 30-40 ft. (9.1-12.2 m) 657 lb. (298 kg)

K-350-PT Purple K Dry Chemical 32330 300 lb. (136 kg) 320-B:C 62 sec 30-40 ft. (9.1-12.2 m) 683 lb. (310 kg)

US Coast Guard Approved Models - Part numbers 30010, 30110, 30030, 30310 & 31210
Tow Loops can be added to all models for vehicle transportability.



20

Wheeled Dry Chemical - Product Specification

UNIT HEIGHT UNIT WIDTH UNIT DEPTH HOSE LENGTH & DIAMETER WHEEL TYPE WHEEL DIAMETER

47 inches (119 cm) 24 inches (61 cm) 26.5 inches (67 cm) 25 ft. x .50 in. (7.6 m x 1.3 cm) Rubber 12.3 in. x 3.5 in. (31.3 cm x 8.9 cm)

51 inches (128 cm) 26 inches (66 cm) 38 inches (96.5 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

50 inches (127 cm) 24 inches (61 cm) 42 inches (105 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

55 inches (139 cm) 32 inches (81.3 cm) 46 inches (117 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Steel 36 in. x 2.5 in. (91.4 cm x 6.4 cm)

55 inches (139 cm) 32 inches (81.3 cm) 46 inches (117 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Steel with rubber tread 36 in. x 2.5 in. (91.4 cm x 6.4 cm)

50 inches (127 cm) 24 inches (61 cm) 42 inches (105 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel with rubber tread 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel with rubber tread 36 in. x 6 in. (91.4 cm x 15.2 cm)

50 inches (127 cm) 24 inches (61 cm) 42 inches (105 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

55 inches (139 cm) 32 inches (81.3 cm) 46 inches (117 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Steel 36 in. x 2.5 in. (91.4 cm x 6.4 cm)

55 inches (139 cm) 32 inches (81.3 cm) 46 inches (117 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Steel with rubber tread 36 in. x 2.5 in. (91.4 cm x 6.4 cm)

50 inches (127 cm) 24 inches (61 cm) 42 inches (105 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel with rubber tread 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft.. x 1 in. (15.2 m x 2.5 cm) Steel 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel with rubber tread 36 in. x 6 in. (91.4 cm x 15.2 cm)

47 inches (119 cm) 24 inches (61 cm) 26.5 inches (67 cm) 25 ft. x .50 in. (7.6 m x 1.3 cm) Rubber 12.3 in.. x 3.5 in. (31.3 cm x 8.9 cm)

51 inches (128 cm) 26 inches (66 cm) 38 inches (96.5 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

50 inches (127 cm) 24 inches (61 cm) 42 inches (105 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

55 inches (139 cm) 32 inches (81.3 cm) 46 inches (117 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Steel 36 in. x 2.5 in. (91.4 cm x 6.4 cm)

55 inches (139 cm) 32 inches (81.3 cm) 46 inches (117 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Steel with rubber tread 36 in. x 2.5 in. (91.4 cm x 6.4 cm)

50 inches (127 cm) 24 inches (61 cm) 42 inches (105 cm) 50 ft. x .75 in. (15.2 m x 1.9 cm) Rubber 16 in. x 4 in. (40.6 cm x 10.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel with rubber tread 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel 36 in. x 6 in. (91.4 cm x 15.2 cm)

58 inches (147 cm) 36 inches (91.4 cm) 48 inches (122 cm) 50 ft. x 1 in. (15.2 m x 2.5 cm) Steel with rubber tread 36 in. x 6 in. (91.4 cm x 15.2 cm)

Operating Temperature Range for all wheeled dry chemical extinguishers is -65° to 120°F (-54° to 49°C).

Operating Pressure for all wheeled dry chemical extinguishers is 240 psi (1655 kPa)

Dealing with harsh or corrosive environments? See Page 22 for our Offshore models.
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The Offshore Line 
Announcing the latest addition to a stellar line of fire extinguishers.

Made for the harshest of environments,
the Offshore product line of extinguishers
comes with features specifically designed
to keep them on watch and in shipshape
operating condition. 

Offshore extinguishers… the perfect storm
of performance, durability, and value.

Key Features:

• Rugged steel cylinders/frames, stainless
steel operating levers, and plated brass
valves.

• The agent cylinders and the wheeled
model frames have a galvanizing
compound undercoat, baked-on
enamel top coat, and protective clear
coat finish to prevent corrosion and
fading from exposure to sun & sea –
passes 3000 hour salt spray test.

• All nameplate labels have UV resistant
lamination to prevent sun damage.

• Plated brass guard around the pressure
gauge and a vinyl ring on the cylinder
bottom of the hand portable
extinguishers prevent the kind of
damage that would deep-six any other
fire extinguisher.

• Meets DOT and Transport Canada
requirements.

• UL and ULC Listed with the same high
fire ratings of Buckeye’s standard
models.

• All hand portable extinguishers are
USCG Approved with noted marine
bracket.

• Trilingual nameplate labels – English,
Spanish, and French
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Offshore Wheeled Fire Extinguisher Specifications       

Model Part No. Agent Type Agent Capacity UL/ULC Rating Discharge Time Discharge Range Unit Wt. (lbs.) Hose Length Wheel Type Wheel Dims.
Dia./Width

OS A-50-SP 30360 ABC 50 lbs. 10A:160B:C 36 sec. 25-35 ft. 154 25 ft. Rubber 12.3 x 3.5 ins.

OS A-150-SP 31360 ABC 125 lbs. 30A:240B:C 47 sec. 30-40 ft. 300 50 ft. Rubber 16 x 4 ins.

OS A-150-PT 31490 ABC 125 lbs. 30A:240B:C 43 sec. 30-40 ft. 325 50 ft. Rubber 16 x 4 ins.

OS A-150-RG 31460 ABC 125 lbs. 30A:240B:C 44 sec. 30-40 ft. 387 50 ft. Rubber 16 x 4 ins.

OS A-150-RG 31470 ABC 125 lbs. 30A:240B:C 44 sec. 30-40 ft. 422 50 ft. Steel 36 x 2.5 ins.

OS A-150-RG 31480 ABC 125 lbs. 30A:240B:C 44 sec. 30-40 ft. 434 50 ft. Steel Wheel Rubber Tread 36 x 2.5 ins.

OS A-350-PT 32180 ABC 300 lbs. 30A:320B:C 53 sec. 30-40 ft. 657 50 ft. Steel 36 x 6 ins.

OS A-350-PT 32190 ABC 300 lbs. 30A:320B:C 53 sec. 30-40 ft. 683 50 ft. Steel Wheel Rubber Tread 36 x 6 ins.

OS A-350-RG 32160 ABC 300 lbs. 30A:320B:C 52 sec. 30-40 ft. 780 50 ft. Steel 36 x 6 ins.

OS A-350-RG 32170 ABC 300 lbs. 30A:320B:C 52 sec. 30-40 ft. 806 50 ft. Steel Wheel Rubber Tread 36 x 6 ins.

OS K-50-SP 30760 PK 50 lbs. 160B:C 36 sec. 25-35 ft. 154 25 ft. Rubber 12.3 x 3.5 ins.

OS K-150-SP 31760 PK 125 lbs. 320B:C 54 sec. 30-40 ft. 300 50 ft. Rubber 16 x 4 ins.

OS K-150-PT 31590 PK 125 lbs. 320B:C 54 sec. 30-40 ft. 325 50 ft. Rubber 16 x 4 ins.

OS K-150-RG 31560 PK 125 lbs. 320B:C 55 sec. 30-40 ft. 387 50 ft. Rubber 16 x 4 ins.

OS K-150-RG 31570 PK 125 lbs. 320B:C 55 sec. 30-40 ft. 422 50 ft. Steel 36 x 2.5 ins.

OS K-150-RG 31580 PK 125 lbs. 320B:C 55 sec. 30-40 ft. 434 50 ft. Steel Wheel Rubber Tread 36 x 2.5 ins.

OS K-350-PT 32380 PK 300 lbs. 320B:C 62 sec. 30-40 ft. 657 50 ft. Steel 36 x 6 ins.

OS K-350-PT 32390 PK 300 lbs. 320B:C 62 sec. 30-40 ft. 683 50 ft. Steel Wheel Rubber Tread 36 x 6 ins.

OS K-350-RG 32360 PK 300 lbs. 320B:C 57 sec. 30-40 ft. 780 50 ft. Steel 36 x 6 ins.

OS K-350-RG 32370 PK 300 lbs. 320B:C 57 sec. 30-40 ft. 806 50 ft. Steel Wheel Rubber Tread 36 x 6 ins.

OS W-65 76501 Halotron 65 lbs. 4A:60B:C 20 sec. 15-25 ft. 252 25 ft. Rubber 16 x 4 ins.

OS W-150 71501 Halotron 150 lbs. 10A:120B:C 30 sec. 23-36 ft. 396 50 ft. Rubber 16 x 4 ins.

USCG APPROVED MODELS – 30360, 31360, 30760, and 31760

Offshore Hand Portable Fire Extinguisher Specifications

Part Agent Agent UL/ULC Discharge Discharge Shipping Wt. 
Model No. Type Capacity Rating Time Range (lbs.)

OS 5 ABC 10960 ABC 5 lbs. 3A:40B:C 14 sec. 12-18 ft. 10 lbs.

OS 10 ABC 11360 ABC 10 lbs. 4A:80B:C 22 sec. 15-21 ft. 18.25 lbs.

OS 20 ABC 12360 ABC 20 lbs. 10A:120B:C 27 sec. 15-21 ft. 33.5 lbs.

OS 30 ABC 13360 ABC 30 lbs. 10A:160B:C 32 sec. 25-30 ft. 52.25 lbs.

OS 5 PK 11260 PK 5 lbs. 20B:C 9 sec. 12-18 ft. 10 lbs.

OS 10 PK 11760 PK 10 lbs. 80B:C 22 sec. 15-21 ft. 18.25 lbs.

OS 20 PK 12760 PK 20 lbs. 120B:C 27 sec. 15-21 ft. 33.5 lbs.

OS 30 PK 13760 PK 30 lbs. 160B:C 32 sec. 25-30 ft. 52.25 lbs.

All models are USCG Approved for marine vessel use when used in conjunction with the bracket specified on the label

SP = Stored Pressure      

PT = Pressure Transfer    

RG = Regulated Pressure

Operating Temperature
Dry Chemical Models: -65°F to
120°F
Halotron Models: -40°F to 120°F

Operating Pressure
Hand Portable: 195 psi
Dry Chemical Wheeled: 240 psi
Halotron Wheeled: 150 psi
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Wheeled Halotron

Our Wheeled Halotron units are designed

to deliver exceptional performance

whatever the environment. DOT/TC

approved cylinders, rugged frames and

semi-pneumatic tires are key features of

these UL/ULC approved extinguishers.

Tow Loops can be added upon request.

Halotron is a residue-free, non-conductive

agent that is suitable for use on Class A,

Class B and Class C fires.

Typical Uses: For protecting sensitive

electronic equipment in research

facilities, vehicle/aircraft/marine service

centers, and flight lines.

Model W-65 W-150

Description 65 lb. Stored Pressure 150 lb. Stored Pressure

Part # 76500 71500

Agent Capacity 65 lb. (29.5 kg) 150 lb. (68 kg)

UL/ULC Rating 4A:60B:C 10A:120B:C

Discharge Time 20 sec 30 sec

Operating Temperature Range -40° to 120°F (-40° to 49°C) -40° to 120°F (-40° to 49°C)

Operating Pressure 150 psi (1035 kPa) 150 psi (1035 kPa)

Range 15-25 ft. (4.6-7.6 m) 23-36 ft. (7-10.7 m)

Unit Weight 252 lb. (114 kg) 396 lb. (180 kg)

Unit Height x Width x Depth 50” x 24” x 41.5” 62” x 24” x 41.5” 
(127 x 61 x 105 cm) (157.5 x 61 x 105 cm)

Hose Diameter & Length .75 in x 25 ft. .75” x 50 ft.
(1.9 cm x 7.6 m) (1.9 cm x 15.2 m)

Third Party Approvals For Peace Of Mind

DOT
Compliant
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See our companion
product (Wet
Chemical Class K
Portable) used in
conjunction with
our Kitchen Mister
System. Page 11.

Kitchen Mister - Restaurant Fire Suppression System

Tested & Listed To Ul-300

Open flames, red-hot cooking surfaces,

and a heavily grease-laden environment

combine to make the modern commercial

kitchen a potentially dangerous fire

hazard. Kitchen fires spread quickly 

and have proven to be very difficult to

extinguish, making them the leading

cause of structural fire damage in the

United States.

Protecting the modern commercial

kitchen from the ever-present danger of

cooking oil and grease fires is the reason

we developed The Buckeye Kitchen

Mister™ System. Utilizing state of the art

misting technology, the Kitchen Mister

System has proven to be the most

effective fixed kitchen fire extinguishing

system ever developed, extinguishing

potentially deadly kitchen fires fast,

before they can spread

That’s why the Kitchen Mister System is

quickly becoming the preferred choice of

fire protection professionals throughout

the world.

So before fire strikes…Don’t Take Chances

-Demand The Best!

System Cylinders

The models BFR-5, BFR-10, BFR-15 and BFR-20 cylinders are designated by flow point
capacity (so the BFR-5 supports five (5) flow points) instead of the amount of agent
they hold. Recharge is available in 5 and 10 flow point containers so there's never a
chance of error.

Listings And Approvals

• Listed by Underwriters Laboratories, Inc.
(Standard UL-300)

• Listed by Underwriters Laboratories of
Canada, Inc.

• Approved by the New York City Fire
Department COA #5550

• Complies with NFPA-96 and NFPA-17A
Standards

• CE Listed 

Buckeye Shielded Cable

The Kitchen Mister Shielded Cable
Interface is used to connect Buckeye
Shielded Cable to any standard 1/2
inch conduit connection device. The
use of Buckeye Shielded Cable instead
of conduit and corner pulleys for
connecting the gas valve, remote pull
station, and fusible link line to the
Systems Releasing Module reduces
installation time by up to 50%.

BFR-5 BFR-10 BFR-15 BFR-20

Third Party Approvals For Peace Of Mind



Kitchen Mister - Protect with the best & install for less.

Discharge Nozzles

All five (5) Kitchen Mister nozzles come
equipped with a color identification
band, red, blue, green, white or yellow.
This allows for easy identification of the
nozzle even when it's installed in difficult
locations such as a duct or plenum area.
The nozzle is also stamped with its
model number.

No Conduit Required
By using Buckeye Shielded Cable 
no conduit is required for system
inputs/outputs. Buckeye Shielded
Cable is Listed for the gas valve,
detection line, and pull station.

No Conduit & Only One
Anchor Bracket In Hood
The  Kitchen Mister System
eliminates the need for conduit in
the plenum and requires only one
anchor bracket in the exhaust hood.

No Corner Pulleys Required
Buckeye Shielded Cable eliminates
the need for corner pulleys, making
installation easy and fast.

Color-Coded Nozzles
All  Kitchen Mister nozzles have 
a unique color band for easy 
identification.

Simplicity Of Design 

The constant changes and complicated
requirements of most restaurant
systems have made design and
installation errors a concern of fire
protection professionals globally.

The uncomplicated design of the
Kitchen Mister™ System all but
eliminates design and installation
errors by combining common sense
features and the elimination of
confusing design requirements.

Faster Installations

By eliminating the labor-intensive task
of installing conduit, corner pulleys,
and detector brackets, the Kitchen
Mister System dramatically reduces
installation time.

The Kitchen Mister System is approved for
use with Buckeye Shielded Cable instead
of traditional conduit and corner pulleys
for all system inputs and outputs. This,
combined with the elimination of conduit
and fusible link brackets in the plenum
area, makes installing the Kitchen Mister
System quick and easy.

Dealer Friendly Features

• Uncomplicated system design eliminates
design and installation errors.

• Installation time significantly reduced.

• Innovative design eliminates conduit
and corner pulleys.

• Advanced detection system installs
quickly and easily.

• Color-coded nozzles for easy identification.

• Flexible piping requirements allow for
unlimited system configurations.

• Best coverage in the industry.

• Online & face to face training.

No Conduit And 
Only One Anchor
Bracket In Hood

2

No Conduit
Required

1

Color-Coded
Nozzles

4

No Corner
Pulleys Required

3 2

1

4

3
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NOW AVAILABLE - DesignPro By Buckeye

Buckeye Fire Equipment is pleased to
announce the availability of DesignPro,
a design and drawing tool for the Kitchen
Mister™ restaurant cooking area fire
suppression system.

DesignPro is a user-friendly software
program with a comprehensive set of
templates and symbols used to create
scaled drawings of your kitchen system
layout. With this easy-to-use program
you can create simple one page 8.5" x 11"
drawings for local approvals or detailed
A&E multiple page specifications.

Whatever the need, DesignPro can

support your drawing requirements. 

• User-friendly default drawings

• Power Point tutorial to get you started

• Uses Delta Cad software

• No annual fees

• Create drawing templates complete
with pipe and fitting requirements, title
block, and NFPA requirements

• Must be Buckeye Kitchen Mister™
certified in order to access the software

See Pages 24 & 25 for more information
on the Buckeye Kitchen Mister™
Restaurant Fire Suppression System.

Sample of a Permit Application Drawing created by DesignPro
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Foam Concentrates And
Equipment

Buckeye Fire Equipment manufactures 
a complete line of foam agents and
hardware that when used in conjunction
with one another make an unbeatable
fire-fighting combination.

The selection includes bladder tanks,
balanced pressure pump skid paks,
eductors, monitors, foam chambers, foam
makers, high expansion foam generators,
foam carts and handline nozzles.

Many of the components can be customized
to provide optimal protection for your
unique situation. All foam system
components are precision made from
rugged materials to provide years of
dependable service.

Buckeye’s Foam Team Delivers

• Foam concentrates that independent
tests have proven to be superior in
quality and performance*.

• A wide selection of foam
proportioning hardware and agents
designed to maximize performance.

• Knowledgeable, professional in-house
foam system design expertise to
assist with your fire suppression
equipment choice.

* Independent tests conducted by Chevron Petroleum
and Dow Chemical. Report available on request.

Maximum Protection for Every Application

Foam Monitors Foam Bladder Tanks Hi-Ex Generators Foam Concentrate
Proportioners

Diesel Pump Skids



Foam Concentrates

Protecting the Environment

In addition to delivering superior fire
suppression and reliability, Buckeye foam
concentrates are all manufactured
without EPA reportable components,
thus reducing environmental impact. In
fact, the environmentally friendly
Buckeye Platinum Plus C-6 foam
concentrates have been specifically
formulated using the new short chain
C-6 fluorochemicals. These advanced C-6
formulations do not contain PFOS and
will not breakdown to yield PFOA in
accordance with the goals of the US EPA
2010/15 PFOA Stewardship Program.

By using only Earth-Friendly components
you are relieved of the major problems
and burdensome paperwork that can
result from the discharge of other foam
concentrates. This environmental
commitment in no way dilutes the
fire-fighting effectiveness of Buckeye
foam concentrates.
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Foam Concentrate Model Designation Part # 5 Gallon Part # 55 Gallon Part # 275 Gallon Listing / Approvals

Platinum Plus C-6 1% AFFF BFC-1.6 56325 56330 56335 UL 

Platinum Plus C-6 3% AFFF BFC-3.6 56340 56345 56350 UL 

Platinum Plus C-6 6% AFFF BFC-6.6 56130 56135 56140 UL

Platinum Plus C-6 3% X 3% AR-AFFF BFC-33.6 56355 56360 56365 UL

Platinum Plus C-6 3% x 6% AR-AFFF BFC-36.6 56385 56370 56375 UL

Platinum Plus C-6 3% Low Temp AFFF BFC-3.6LT 56115 56120 56125

Platinum Class A BFC-CA.1 50190 50195 50200 USDA Forest Service QPL

2.2% High Expansion BFC-2.2 50235 50240 50245

Training Foam BFC-TF 50415 50420 50425 Buckeye Quality Assurance

Every foam concentrate Buckeye
manufactures is subjected to rigorous
quality control standards and
comprehensive testing to ensure
complete reliability and maximum
fire-fighting performance.

Buckeye Quality Assurance

Buckeye Quality Assurance



29

Gas and Flame Detection

You Have a New Partner in
Detection Systems

Buckeye Fire Equipment Company, a
world leader in the fire protection
industry, has assembled over 50 years of
experience in gas and flame detection,
system applications, sales, and service to
create the Buckeye Detection Systems
Division. Our mission is to provide a state
of the art product line that meets our
customer’s need for a reliable, low
maintenance, cost effective, and versatile
gas and flame detection system that can
seamlessly complement your current fire
and/or gas detection equipment. 

Our systems are designed to meet the
specifications of the end user while
maintaining ease of operation. Whether
it’s a traditional wired system, a versatile
wireless system, or a combination of
both, Buckeye Detection Systems can
offer you the perfect solution for all your
hazard detection concerns. 

Buckeye Detection Systems is committed
to continuing the Buckeye tradition of
reliable products, responsive customer
service, and knowledgeable technical
support that has come to be expected by
our customers. 

For more information on how Buckeye
Detection Systems can help safeguard
you, your people, and your business from
the real dangers of gas and flames,
please contact us.
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Recharge Agents

Buckeye Fire Equipment carries a full line
of extinguishing agent recharge products.
Maintain the UL Listing and ensure
optimal performance of your Buckeye
Fire Equipment products by recharging
with our high quality agents, agents
made to the same standards and tested
to the same requirements as the originals.
Shipping weights are shown in
parentheses and are an approximate
weight used for estimating shipping costs.

Dry Chemical

Also Available For Class D
Pt. # 62000 (54 lbs.)

50 lb. Containers

Wet Chemical Class K

2.5  Gallon Container
Pt. # 600871 (23 lbs.)

6 Liter Container
Pt. # 600872 (9 lbs.)

Water Mist

2.5  Gallon Container
Pt. # 600910 (23 lbs.)

40 lb. - Pt. # 64040 (63 lbs.)

150 lb. - Pt. # 64150 (220 lbs.)

200 lb. - Pt. # 64200 (270 lbs.)

Halotron I

Standard (BC)
Pt. # 61400 (54 lbs.)

ABC
Pt. # 61000 (54 lbs.)

Purple K
Pt. # 61200 (54 lbs.)

See Page 28 for Foam Agents.



Wall Hooks

Pt. # 700202 Pt. # 700203

Pt. # 700249Pt. # 700247
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Part Number Suitable for Typical Extinguisher Sizes Reference Diameter

700202 2.5 lb., 5 lb. & 5.5 lb. Dry Chemical and Halotron 3.25 - 4.25 inches

700203 10 lb. Tall Dry Chemical and 5 lb. CO2 4.75 - 5.5 inches

700204 10 lb. Short Dry Chemical 5.0 - 6.5 inches

700247 20 lb. & 30 lb. Dry Chemical, 10 lb. & 15 lb. CO2, 11 lb. & 15 lb. Halotron 6.75 - 7.5 inches

700249 20 lb. CO2 7.5 - 8.0 inches

900935 Wet Chemical & Water 7.0 inches

900937* Water Mist 7.0 inches

*Stainless Steel

Pt. # 700204

Pt. # 900935

Pt. # 900937

Wall Hooks have been plated to pass
the UL 240 hour Salt Spray Corrosion
Resistance test.
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Marine/Vehicle Brackets

Buckeye Fire Equipment manufactures

strong and durable mounting hardware

for all our portable fire extinguishers.

Retention straps on the brackets are made
of stainless steel or coated with a baked-
on epoxy polyester powder paint, the
steel bodies of the brackets are coated
with a baked-on epoxy polyester powder
paint, and the latches and adjustment
bolts are plated …all to provide the units
with corrosion resistance meeting the
UL 240 hour salt spray test requirements.

Pt. # 700224

Pt. # 700226

Pt. # 700228

Pt. # 700229

Pt. # 700230

Part Number Model Suitable for Typical Extinguisher Sizes Reference Diameter

700287 A-2 2.5 lb. Dry Chemical, Halotron & MiniGuard (horizontal) 3.375 inches
700287DS A2 Double Strap 2.5 lb. Dry Chemical, Halotron & MiniGuard (horizontal) 3.375 inches

700270 A-6 5 lb. & 5.5 lb. Dry Chemical, Halotron & MiniGuard (horizontal) 4.25 inches
700270TS A6 Top Strap 5 lb. & 5.5 lb. Dry Chemical, Halotron & MiniGuard (horizontal) 4.25 inches
700270DS A6 Double Strap 5 lb. & 5.5 lb. Dry Chemical, Halotron & MiniGuard (horizontal) 4.25 inches

700260 B-6 5 lb. & 5.5 lb. Dry Chemical and Halotron 4.25 inches

700430 B-12 10 lb. Tall Dry Chemical 5.125 inches

700224 5DC 5 lb. & 5.5 lb. Dry Chemical, Halotron & MiniGuard (horizontal) 4.25 inches

700226 809 10 lb. Tall Dry Chemical, MiniGuard (horizontal) and 5 lb. CO2 5.0 - 5.25 inches

700228 810 10 lb. & 15 lb. CO2. 11 lb. & 15 lb. Halotron. 2.5 gal Water, 6.5 - 7.25 inches 
Water Mist and Wet Chemical (6 liter and 2.5 gallon)

18 lb. MiniGuard (horizontal), 13 lb. High Flow

700229 811 20 lb. & 30 lb. Dry Chemical, 30 lb. Class D., 20 lb. CO2 7.0 - 8.0 inches
20 lb. & 25 lb. MiniGuard (horizontal), 20 lb. & 30 lb. High Flow 

700230 812 10 lb. Short Dry Chemical, 10 lb. High Flow 6.0 - 6.25 inches

Pt. # 700270 Pt. # 700260 Pt. # 700430Pt. # 700287



Are Spot Protection
extinguishers refillable?

No. Spot Protection units are considered
disposable and should be replaced after
use or twelve years, whichever comes
first (Ref. NFPA 10, Para. 7.3.1.2.1.3).

Where do I find the year of
manufacture on a portable
extinguisher?

The year of manufacture is stamped into
the bottom of steel cylinder
extinguishers (Dry Chemical and
Halotron units). On the bottom you will
see three letters with two numbers
underneath. The two numbers are the
last two digits of the year of
manufacture. For example, if the number
15 is stamped on the cylinder bottom,
that indicates the year of manufacture as
2015. 09 would indicate 2009, 99 would
indicate 1999, etc.

On the stainless steel cylinders (Class K,
Water, and Water Mist units) the date of
manufacture will either be stamped into
the hanger loop of the cylinder or printed
on the nameplate label (left-hand side,
above the barcode).

On CO2 extinguishers the year of
manufacture is stamped into the
shoulder of the cylinder. You will see two
numbers followed by an “A” shape and
two more numbers. The two numbers
following the “A” shape are the numbers
for the year of manufacture, they are the
last two digits of the year.

Are the fasteners for the
extinguisher mounting
hardware included with the
unit?

No. The type of fastener used for
mounting the extinguisher is dependent
on the surface to which it will be
mounted. The Owner’s Manual included
with every hand-held portable
extinguisher has mounting instructions
and the recommended type of fastener
to be used for various surfaces.

Since CO2 extinguishers don’t
have a pressure gauge, how do
I know if it is under-pressurized?

The carbon dioxide in the extinguisher is
in a liquid state and remains a liquid
because of the pressure it is under, a
pressure that it self-creates as it tries to
turn into a gaseous state. Even if there
were half of the amount of carbon
dioxide in an extinguisher as there
should be, it would still create the same
amount of pressure in the cylinder. It is
for this reason that CO2 extinguishers
are checked for proper weight during the
monthly inspection. Refer to the
nameplate label for proper fill weight.

Where do I find the Inspection
Record that must be attached
to each extinguisher?

The Inspection Record is found on the
Owner’s Manual that is included in the
box of every portable fire extinguisher.
The Record is cut off the Manual and
attached to the extinguisher.

How do I clean up dry chemical
after a fire?

Clean up of the product is best achieved
using a vacuum or wet sweep and
shovel. Either method will minimize the
generation of dust. Bag or drum the
product for disposal. If the product has
been used on a fire or has become
contaminated, use personal protective
equipment and containment means that
are appropriate for the composition of
the mixture.

How do I dispose of dry
chemical?

Buckeye dry chemical extinguishing
agents are not characteristically
hazardous or listed as hazardous waste.
Dispose of in accordance with state or
local laws, which may be more restrictive
than federal regulations. Keep in mind
that if the product was used on a fire the
characteristics of the waste mixture may
have been altered or contaminated.
Disposal of this waste may require
different disposal considerations. As each
situation may be different, Buckeye
suggests consulting the appropriate
regulatory agency for guidance on
disposal.
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Frequently Asked Questions



For example, a dry chemical fire
extinguisher has an operable
temperature range of –65° to +120°F. An
extinguisher that is subjected to
temperature ranges between –65° and
+70°F will have the pressure indicator
register between the left edge of the
green pie and the upright middle
position. Conversely, extinguishers
exposed to temperature ranges of 70° to
120°F will have the pressure indicator
register between the upright position
and the far right edge of the green area.
In either case, if the pressure indicator is
within the green “charged” zone the
extinguisher will operate as intended.

Are Buckeye fire extinguishers
certified to NFPA or OSHA
Standards?

OSHA Standards, NFPA Standards, and
local codes are Standards and codes that
deal with the selection, installation,
inspection, and maintenance of fire
extinguishers. All of those issues are
under the control of the party that
purchases the fire extinguisher. As
manufacturers we cannot control what
happens to the extinguishers once they
leave our factory. It would be misleading
for Buckeye to state that our
extinguishers comply with those
Standards or codes. What we can say is
that the extinguishers have been tested
and Listed by UL as meeting the

construction and performance Standards
appropriate for that model of
extinguisher (e.g. UL 299 and UL 711 for
dry chemical fire extinguishers) and
wherever local codes or a Standard such
as NFPA 10 or OSHA requires a UL Listed
extinguisher, Buckeye fire extinguishers
can be used to fulfill that requirement.

Can I get a Coast Guard
Certificate of Compliance for
Buckeye fire extinguishers?

The Coast Guard does not conduct
approval review of portable fire
extinguishers.  The regulations require
that extinguishers are tested, listed, and
labeled by a Coast Guard recognized
Independent Testing Laboratory.
Currently, Underwriters Laboratories, Inc.
(UL) and Underwriters Laboratories of
Canada (ULC) are Recognized
Independent Laboratories.  Essentially, UL
and ULC administer the Coast Guard’s
extinguisher approval program on the
Coast Guard’s behalf with Coast Guard
oversight.

The Coast Guard does not issue
certificates of approval for portable fire
extinguishers.  Instead, an approved
extinguisher can be identified by the
marine type label, such as “Marine Type,
USCG approved, Type X. Size X, USCG
approval number 162.028/XX.”  Buckeye’s
USCG approved extinguishers are listed
in the UL On-Line Certification Directory.

How does temperature affect
the pressure reading of a stored
pressure fire extinguisher?

As the extreme temperature months of
summer and winter come upon us,
Buckeye receives a number of questions
about “leakers” or over-pressurized
extinguishers. Users will see that the
pressure gauge indicator is not pointing
straight up, that it is positioned in the
low or high side of the green pie-shaped
“charged” zone. In most cases it turns out
that the extinguisher has been subjected
to extremes in cold or heat during transit,
storage, or mounting location.

In the manufacturing process
extinguishers are filled with
extinguishing agent and pressurized
with expellant gas at an ambient
temperature of 68-70°F. The pressure
gauge on the extinguisher is calibrated
to show the normal charged pressure at
this temperature and the pressure
indicator on the gauge will be pointing
straight up. As the extinguisher is
exposed to extremes in temperature (hot
or cold) the expellant gas will expand or
contract accordingly. This will cause the
pressure indicator to move left or right of
center. As a visual aid the green
pie-shaped area on the gauge is intended
to show a charged condition for the
extinguisher through the temperature
range for which the extinguisher is rated.
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For more information please contact:
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CLEANING INSTRUCTIONS - METAL CABINETS 

Finish Description Cleaning & Maintenance 

Powder-coat Paint Baked-on Painted Finish 

Use a soft cloth and mild soap and water Use a soft cloth and 

mild soap and water 
Mill Aluminum Mill Aluminum - no clear coat 

313/315/Clear  Dark bronze, black or clear anodized aluminum 

US3  Polished & lacquered brass  

Use a soft cloth and mild soap and water. Never use brass 
polish or an abrasive cleaner unless you intend to remove all 

lacquer and totally refinish the product.  

US4  Satin finish & lacquered brass  

US9  Polished & lacquered bronze  

US10  Satin finished & lacquered bronze 

US10B  Oxidized & oiled bronze  
Use a soft cloth and a paste furniture wax. Buff lightly so as not 

to remove the dark oxide coating where it remains. 

US32, #6, #7, #8 Polished stainless steel  Use a soft cloth and mild soap and water solution.  After clean-
ing, thoroughly rinse with clear water to remove all traces of the 
solution and wipe dry to prevent water marks from forming.  
Stains which resist that treatment can usually be removed by 
polishing in the direction of the grain with a soft cloth and a non

-abrasive stainless steel polish. Test in an unobtrusive area. 

US32D, #4 Satin stainless steel  

Our cabinets by are designed to be maintenance free. However, it is recommended that the outer surface of the cabi-
net, and the hinge area, be kept clear from debris and dirt, to ensure correct operation of the hinged door.  
If latches, locks or hinges need to be lubricated, use a “3 in 1” type light oil, remov-ing excess with a cloth.  
Glazing: Use a soft cloth and mild soap and water. 

  

CLEANING INSTRUCTIONS - METAL CABINETS 
 

©2022 ACTIVAR CONSTRUCTION PRODUCTS GROUP, INC. 
 

 

 

HEADQUARTERS: 9702 NEWTON AVE S, BLOOMINGTON, MN 55431 PH: 800-554-6077 EMAIL: SALES@ACTIVARCPG.COM  WWW.ACTIVARCPG.COM   
MANUFACTURING: BLOOMINGTON, MN & COMMERCE, CA  WAREHOUSES: SEE WEBSITE FOR LOCATIONS          1/11/2022 



PERFORMANCE
 
 
 
 
  
 
 
 
 
 
 

CONSTRUCTION
A. �All covers will be fastened to a base plate by two chrome plated tamper-proof bolts. 

Cover shall be one of the following: 
Die-cast zinc alloy – One-piece, heavy-duty, rib‑reinforced, lightweight, 
unbreakable, rustproof and all exposed surfaces shall be bright chrome plated or 
finished with chip-proof, electrostatically applied epoxy paint. 
Bulk Molding Compound (BMC) – White reinforced thermoset resin. 
Stainless Steel – with a brushed finish. 
Special Image – Digital image applied to die-cast or stainless steel covers using 
patented Kolorfusion Sublimation Decoration process.

B. �Base plate shall be equipped with (3) 7/8" (22 mm) diameter holes, the bottom 
one is suitable for use with surface conduit.

C. �All internal parts shall be coated according to Underwriters' Laboratories, Inc. 
requirements.

D. Entire mechanism shall be internally grounded.

E. �Options: 
Electrostatic HEPA (eHEPA®) Filtration System: Removes 99.999% of viruses and 
99.97% of potentially present bacteria2 at 0.3 microns from the airstream.  
1.1" Noise Reduction Nozzle: Reduces the sound level by 9 decibels by 
significantly decreasing air deflection noise while only increasing dry time by 
approximately 3 seconds.

F. Gel coating available on metal covers to reduce exposure to contaminants that can 
cause staining or corrosion, added cost may apply.

G. �Accessories (optional): 
Antimicrobial Wall Guards: 89W (Microban® White), 89B (Microban Black),  
89S (Brushed Stainless Steel) 
XChanger Paper Towel Dispenser Retrofit Kit: 40575, 40576 (ADA Height) 
ADA-Compliant Recess Kit: 40505/40502

MECHANISM
A. �New 50% longer life motor shall be a thermally protected, series commutated, 

through-flow discharge vacuum motor/blower (5/8 hp / 24,000 rpm) which 
provides air velocity of up to 20,000 LFM (linear feet per minute). Includes a 
washable metal mesh filter for more reliable performance.

B. �Heating element (970 W) is constructed of Nichrome wire and mounted inside the 
blower housing, thereby being vandal resistant. It shall be protected by an automatic 
resetting thermostat, which shall open whenever air flow is cut off and shall close 
when flow of air is resumed.  It shall produce an average air temperature at the outlet 
of up to 145°F (63°C) at a 72°F (22°C) ambient room temperature.

C. �Control assembly is activated by an infrared optical sensor located next to the air 
outlet. The dryer shall operate as long as hands are under the air outlet. Control 
includes a speed and sound control mechanism, adjustable heat control with High, 
Medium, Low and Off settings and a filter sensor which is activated should the filter 
become clogged. There is a 35-second lockout feature if hands are not removed. 
Sensor equipped with externally visible red LED that flashes error codes to assist in 
troubleshooting. 

XLERATOR® HAND DRYER
MODELS:  XL - BW W GR C SB SI SP -1.1N   (Noise Reduction Nozzle)OPTIONS:  -VOLTAGE  (See Chart) -H   (HEPA Filter)

DATA BASED ON ALL XL .8 NOZZLE DRYERS INCLUDING eHEPA® MODELS
SOUND: 62 - 75 dB(a) Average                      VELOCITY: 12,000 - 20,000 LFM @ Air Outlet

FLOW RATE: 39 - 64 CFM	                              MOTOR RPM: Up to 24,000 RPM

HEAT RANGE: OFF to HIGH: 90°F - 145°F Average @ Air Outlet

WATTAGE: ~1,450 Watts (Heat On) ~510 Watts (Heat Off)

TECHNICAL DATA SHEET

DRY TIME: 8 SECONDS1 ENERGY PER USE: 1.7 Wh1

1Dry time and energy use testing performed by SGS International on standard XLERATOR Hand Dryer with 0.8" nozzle to 
0.25g or less of residual moisture, pursuant to the UL Environment Global Product Category Rules (PCR) for Hand Dryers.  
2Based on testing performed by LMS Technologies, 2023. 3Special Paint powder-coated covers are available in 
many colors and textures. 4Exclusive digital image technology allows for the addition of company, school or team 
logos with any color, design or a 'green message'.

LIMITED WARRANTY
The dryer shall be guaranteed to be free from defects for a period of 
seven (7) years. Warranty shall include labor performed at factory as well 
as the repair or exchange of defective parts, at manufacturer's option.

QUANTITY RECOMMENDATIONS
One dryer for every two washbasins is sufficient for most applications. If 
restroom traffic is unusually heavy, we suggest one dryer per washbasin 
in small installations and two dryers for every three washbasins in larger 
installations. When a 54" washfountain is used, we suggest four to five dryers.

XL-C
Chrome  
Plated

XL-SB
Brushed Stainless 

Steel

XL-SI4

Custom Special 
Image

XL-GR-H
Graphite Textured 

Painted

XL-SP-H3

Custom Special Paint
XL-W-H

White Epoxy Painted

Smart EPD® verifies Environmental Product Declarations (EPDs) for 
consistency with the LCA and conformance with global Product Category 
Rules (PCR) for hand dryers. UL Environment published the first global 
PCR for hand dryers. Third-party testing to these guidelines documents a 
product’s environmental impact over its lifecycle. This impact is detailed 
in Environmental Product Declarations, enabling specifiers and buyers 
to make true apples-to-apples comparisons and more informed product 
selections. Excel Dryer received the industry's first certified EPDs.

UL Environment published the first global Product Category Rules 
(PCR) for Hand Dryers. The PCR created evaluation methods through 
industry consensus that compare products' environmental impact and 
performance. Third-party testing results then allow for the creation of 
certified Environmental Product Declarations (EPDs).

XL-SB
Brushed Stainless Steel

XL-BW-H
White Thermoset Resin (BMC)
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110-120V

208-240V

208-277V

230V

11.3-12.2A

5.6-6.2A

5.6-6.2A

6.1A

1,213-1,450W   

1,135-1,450W

1,135-1,450W

1,400W

4.3-4.5A

2.0-2.2A

2.0-2.2A 

2.1A

VOLTS AMPS WATTS AMPS (HEAT OFF) WATTS (HEAT OFF)

442-513W 

495W

416-495W

500W

HERTZ LISTING

50/60 Hz

50/60 Hz

50/60 Hz

50-60 Hz

DIMENSIONS
Width 11 3/4" (298 mm)	 Height 12 11/16" (322 mm)	 Depth 6 11/16" (170 mm)

WEIGHT
XL-BW: 12.4 lbs. (5.62 kgs.)    XL-SB: 16 lbs. (7.26 kgs.)	  XL-W, GR, C, SI, SP: 17 lbs. (7.71 kgs.)

SUGGESTED MOUNTING HEIGHTS 
from floor to bottom of dryer:

Men	 45"	  (114 cm)

Women	 43" 	 (109 cm)

Teenagers	 41" 	 (104 cm)

Small Children	 35" 	 (89 cm)

Accessible	 37" 	 (94 cm)

ELECTRICAL

CERTIFICATIONS

OPTIONAL ADA-COMPLIANT RECESS KIT

Part # 40505/40502 

Automatic Sensor Operated Surface-Mounted

ACTIVATION MOUNTING

DIMENSIONS
Width  	16 3/8" (416 mm)	 Height   26" (660 mm)	 Depth  3 3/8" (86 mm)

Bottom of recessed wall box should be 10" (254 mm) below suggested 
mounting height for dryer.

1Dry time and energy use testing performed by SGS International on standard XLERATOR Hand Dryer with 0.8" nozzle to 
0.25g or less of residual moisture, pursuant to the UL Environment Global Product Category Rules (PCR) for Hand Dryers.  
2Based on testing performed by LMS Technologies, 2023. 3Special Paint powder-coated covers are available in many 
colors and textures. 4Exclusive digital image technology allows for the addition of company, school or team logos with 
any color, design or a 'green message'.

XLERATOR® HAND DRYER
MODELS:  XL - BW W GR C SB SI SP -1.1N   (Noise Reduction Nozzle)OPTIONS:  -VOLTAGE  (See Chart) -H   (HEPA Filter)

TECHNICAL DATA SHEET
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RECOMMENDED CLEANING INSTRUCTIONS FOR 
XLERATOR® HAND DRYER

IMPORTANT: BEFORE REMOVING COVER TO SERVICE DRYER, DISCONNECT POWER SUPPLY AT ELECTRICAL PANEL BOX.

OUTSIDE COVER

Buildup of lint on the air inlet openings will reduce efficiency and shorten the life of the working parts. On a DAILY basis, or as 
cleaning staff performs routine maintenance, gently wipe cover inlet holes on bottom of dryer using a damp soft cloth to prevent the 
accumulation of dust and lint from building up and being drawn inside the unit.  Do not use any harsh cleaning chemicals and avoid  
using any pressure on the sensor area. (see Fig. 1) 

INSIDE - CLEANING SHOULD BE PERFORMED BY QUALIFIED SERVICE PERSONNEL 

On a QUARTERLY basis (or more often depending upon usage) after disconnecting power supply, remove cover by unscrewing the  
tamper-proof bolts from cover with the special wrench provided with each dryer.  Clean inside of the cover inlet holes using a soft cloth 
or sponge (see Fig. 2).  For those dryers without a Pre-Filter, use compressed air to blow out the intake area and surrounding surfaces 
of dryer. A small soft brush may also be used to gently clean all areas around the motor. For those dryers equipped with a dryer Pre-
Filter gently pull down on thumb tab to remove (see Fig. 3). Clean by wiping away debris from filter then rinsing with water and drying 
thoroughly. 
 
Locate two “latches” on bottom of filter (Fig. 4). Position filter so thumb tab is on the right side and facing down. Latches should hook 
onto the dryer housing. Gently push on the thumb tab while aligning to housing so the filter will snap back into place. DO NOT PUSH 
ON ANY OTHER PART OF THE FILTER. 

Reinstall cover on hand dryer and restore power to unit and check for proper operation.

Sensor Location

Air Inlet Openings

Figure 1

Figure 2 Figure 3 Figure 4

Cover Air Inlet 
Openings

Dryer Intake Area
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3.7
WATT HOURS

energy use
SECONDS1

dry time

8 95%
COST SAVINGS

versus paper towels

ENHANCED STANDARD FEATURES

Multi-Voltage Options:
110-120V Or 208-277V

Externally Visible
Service LED

Adjustable Heat Settings:
High, Medium, Low & Off

Adjustable Speed and
Sound Control

XLERATOR® HAND DRYER



XLERATOR® HAND DRYER
MODELS:  XL - BW W GR C SB SI SP OPTIONS:  -1.1N   (Noise Reduction Nozzle)  -VOLTAGE  (See Chart) -H   (HEPA Filter)

2026
FEB

DRY TIME: 8 SECONDS1 ENERGY PER USE: 3.7 Wh

FEATURES & BENEFITS

Electrostatic HEPA (eHEPA®) Filtration System: Removes 99.999% of viruses and 
99.97% of potentially present bacteria at 0.3 microns from the airstream2. 

OPTIONS

1.1" Noise Reduction Nozzle: Reduces the sound level by 9 decibels by significantly 
decreasing air deflection noise while only increasing dry time by approximately 3 seconds.

•	 Industry Leading 7-Year Limited Warranty

•	 95% Cost Savings Vs. Paper Towels

•	 Helps Contribute to WELL Points and 
Several LEED® credits 

Made In USA Certified®

•	 A Hygienic Hand Drying Solution

•	 Washable Pre-Filter

•	 Adjustable Sensor Range

XL-BW
White Thermoset Resin (BMC)

WEIGHT
XL-BW: 15 lbs. (6.8 kgs.)	  XL-SB: 16 lbs. (7.26 kgs.)	 XL-W, GR, C, SI, SP: 17 lbs. (7.71 kgs.)

Automatic Sensor Operated Surface Mounted

ACTIVATION MOUNTING

SUGGESTED MOUNTING HEIGHTS
Men 45" (114 cm)	 Women 43" (109 cm)	 Accessible 37" (94 cm) 
Note: Heights measured from floor to bottom of dryer.

Antimicrobial Wall Guards (#89B, #89W, #89S)

XChanger® Paper Towel Dispenser  
Retrofit Kit (#40575, #40550)

ADA-Compliant Recess Kit (#40502)

ACCESSORIES
#40502

1Dry time and energy use testing performed by SGS International on standard XLERATOR Hand Dryer with 0.8” nozzle to 
0.25g or less of residual moisture, pursuant to the UL Environment Global Product Category Rules (PCR) for Hand Dryers.  
2Based on testing performed by LMS Technologies, 2023. 3Special Paint powder-coated covers are available in many 
colors and textures. 4Exclusive digital image technology allows for the addition of company, school or team logos with 
any color, design or a ‘green message’.

DIMENSIONS
Width 11 3/4" (298 mm)	 Height 12 11/16" (322 mm)	 Depth 6 11/16" (170 mm)

PERFORMANCE
ADJUSTABLE SOUND LEVEL: 65-75 dB        ADJUSTABLE VELOCITY: 13,000-20,000 LFM

ADJUSTABLE HEAT RANGE: 72°F-135°F     ADJUSTABLE FLOW RATE: 42-63 CFM

ELECTRICAL

110-120V

208-240V

208-277V

230V

11.3-12.2A

5.6-6.2A

5.6-6.2A

6.1A

1,213-1,450W   

1,135-1,450W

1,135-1,450W

1,400W

4.3-4.5A

2.0-2.2A

2.0-2.2A 

2.1A

VOLTS AMPS WATTS AMPS (HEAT OFF) WATTS (HEAT OFF)

442-513W 

495W

416-495W

500W

HERTZ LISTING

50/60 Hz

50/60 Hz

50/60 Hz

50-60 Hz

CERTIFICATIONS

TIME TO THROW IN THE TOWEL® 
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XL-C

Chrome  
Plated

XL-SB

Brushed Stainless 
Steel

XL-SP-H3

Custom Special 
Paint

XL-SI-H4

Custom Special 
Image

XL-W

White Epoxy 
Painted

XL-GR-H

Graphite Textured 
Painted

Smart EPD® verifies Environmental Product Declarations (EPDs) for consistency with the LCA and conformance 
with global Product Category Rules (PCR) for hand dryers. UL Environment published the first global PCR for hand 
dryers. Third-party testing to these guidelines documents a product’s environmental impact over its lifecycle. This 
impact is detailed in Environmental Product Declarations, enabling specifiers and buyers to make true apples-to-
apples comparisons and more informed product selections. Excel Dryer received the industry’s first certified EPDs.




