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Color : Q White

UPC Code : 078477433584

Country Of Origin : United States

NEMA : 5-15R

Available Colors :

®@ O

Gray Ivory

LEVITON.
W5320-TOW

15 Amp Weather & Tamper-Resistant Duplex Outlet

Weather and Tamper-Resistant, 15 Amp, 125 Volt, 5-15R, 2 Pole,
3 Wire, Straight Blade, Duplex Receptacle, Grounding, Quickwire
Push-In & Side, UL/CSA, 2 Year Limited Warranty, NEC
compliant — White

— WEATHER-RESISTANT — UV stabilized thermoplastic
construction to withstand the rigors of exposure to the
elements

— SAFE — Tamper-resistant protects from foreign objects
being inserted into outlet

— EASY - Quick wire push-in and side wiring for easy
installation

— OUTDOOR USE — Must be installed in weatherproof
enclosure with approved caulk and gaskets

— CONVENIENT — WR symbol on face and TR symbol on
strap assures they meet the latest NEC requirements

Technical Information

Electrical Specifications Mechanical Specifications
Amperage : 15 A Termination : Quickwire Push-
In & Side

Grounding : Grounding
Torque Range : 14 — 18 in.-lbs

Pole: 2

Wire : 3

Product Features Standards & Certifications
Amperage : 15 A CSA : C22.2 No. 42: File
Color - White 152105; Class 6233-01
Device Type : Duplex NEMA - WD-6
Receptacle NOM : NOM Certified

Feature : Weather and Tamper- UL 498 : File E13399
Resistant

Type : Standard Duplex
Receptacle

Weather Resistant : Yes
Wire : 3

Terminal Accom. : Side wiring
accepts #10, #12 and #14
AWG copper (CU) or #10 and
#12 copper clad (CC) wire,
Quickwire push-in terminals
accept #14 AWG solid copper
(CU) wire only

Warranty
Warranty : 2-Year Limited



SPECIFICATION SUBMITTAL

JOB NAME: CATALOG NUMBERS:

CENTRAL PARK ‘W5320-TOW

JOB NUMBER:

Leviton Manufacturing Co., Inc
201 North Service Road, Melville, NY 11747

Telephone: +1-800-323-8920 - FAX: +1-800-832-9538 - Tech Line (8:30AM-7:30PM E.S.
T. Monday-Friday): +1-800-824-3005

Leviton Manufacturing of Canada, Ltd.

165 Hymus Boulevard, Pointe Claire, Quebec H9R 1E9 - Telephone: +1-800-461-2002 -
FAX: +1-800-824-3005 -

Leviton S. de R.L. de C.V.

Lago Tana 43, Mexico DF, Mexico CP 11290 - Tel.: (+52)55-5082-1040 - FAX: (+52)
5386- 1797 -

Visit our Website at: www.leviton.com

© 2026 Leviton Manufacturing Co., Inc. All Rights Reserved. Subject to change without
notice.

Leviton has a global presence.

If you would like to know where your local Leviton office is located please go to:
www.leviton.com/company/about-leviton/locations

© 2026 Leviton Manufacturing Co., Inc.


www.leviton.com
www.leviton.com/company/about-leviton/locations

UPC Code : 078477844083

Country Of Origin : India

SPECIFICATION SUBMITTAL

LEVITON.
IUM1V-GY

1-Gang Weatherproof Cover, Aluminum, Gray

1-Gang Extra-Duty Outlet Box Hood (While-In-Use Cover)
Vertical Device Mount, Die-Cast Aluminum, Includes Inserts for
Single, Duplex and Decora/GFCI Receptacles, Also Includes Pre-
Installed Weatherproof Gasket - GRAY

ROHS Compliant : Yes

Complies with the National Electric Code® (2017) Section 406.9
for weatherproof enclosures in damp and wet locations.

— Ruggedly constructed to seal out moisture, dust, debris, and
insects, while providing easy access to receptacles and
switches

— ldeal for outdoor power, landscape, accent and holiday
lighting

Technical Information

Material Specifications Product Features

Construction : Metal Color : Gray

Cover/Lid : Aluminum Device Type : Extra Duty
While-In-Use

Mounting Screws : Steel

Torsion Spring Mechanism :
Stainless Steel

Standards and Certifications Warranty

CULUS Listed : E92327 Warranty : 1-Year Limited
NEMA Rating : Rated 3R

RoHS : Compliant

Dimensional Drawing

CATALOG: IUM1V
DIMENSIONS: IN/MM

25 I.EVIT@.
TiTiE

1G OUTLET BOX VERITICAL
WEBSITE DRAWING
WG O,
ORC5223-D01
SZE | SCALENS | SHEET 1 OF 1
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© 2026 Leviton Manufacturing Co., Inc. All Rights Reserved. Subject to change without
notice.

Leviton has a global presence.

If you would like to know where your local Leviton office is located please go to:
www.leviton.com/company/about-leviton/locations

© 2026 Leviton Manufacturing Co., Inc.


www.leviton.com
www.leviton.com/company/about-leviton/locations

SmartlockPro® Self-Test GFCls LEVI

Industry-Leading Ground-Fault Protection.

SmartlockPro® Self-Test GFCls.
Protection You Can Trust.

Industry-leading quality, professional grade lockout action, and the slimmest
profile on the market make SmartlockPro Self-Test GFCls a smart choice in ground-
fault circuit interrupter protection. Engineered to meet the latest UL standard for
auto-monitoring (self-test), our complete line of self-test GFCls periodically conduct

an automatic internal test to confirm that protected power is available. If the GFCI l l
detects a problem, one or more of the following will occur:

- Power will be denied (trip with the inability to reset)

- Trip with the ability to reset, subject to the next auto-monitoring
test cycle or repeatedly trip

- Visual and/or audible indication bt

Faster and easier to install in any wallbox because the depth is reduced, our slim I l oy
Self-Test GFCls flush mount to the wall with minimal protrusion for a sleek, finished look.

Applications L2
Residential - Kitchens, bathrooms, garages, basements, laundry rooms, wet sink

and other wet locations around the home

Educational Facilities - Classrooms, restrooms, laboratories, dormitories and kitchens

Airports - Public bathrooms, general use and maintenance areas

Restaurants, Lodging and Retail Malls - Public bathrooms, general use and maintenance areas
Commercial Offices - Bathrooms, basement areas, hallways and kitchen facilities

Public Areas - Wherever receptacles are located near wet or damp locations




Features and Benefits

Leviton Patented
Reset Lockout
Prevents reset if GFCI
is damaged and cannot
respond to a ground fault

Tamper-Resistant Shutters

L]
Meets NEC® 406.12 requirement
by blocking access to the %

contacts unless a two- or
three-prong plug is inserted l

Standard Self-Ground Clip
Grounds the device in grounded
metal box installations

7
l

Terminals Withstand
High Torque

Tolerate high-torque
power tool installation
and prevents wire pullout

Back and Side Wire

Two convenient wiring
options; the external clamp
also provides visual indication
of proper wire seating

Status Indicator Light

Red and green LED indications
provide simple, intuitive feedback
on power and protection status
as well as correct wiring

Only 1.026” Protrusion into Wallbox
Takes up to 25% less space in the wallbox

vs. other GFCls for easier installation

Self-Test

- Provides continuous ground-fault protection - detects and trips
on actual ground-fault even when self-test is being conducted

- On initial power up, tests the GFCl within 3 seconds
- Auto-monitoring exceeds the UL requirement

- Auto adapts and shifts to more frequent testing if potential
problem is detected

- Testing frequency regularly updates protection status
- Electronics are designed to minimize any false triggers

General Features

- Patented bridge contact provides individual sets of contacts for
GFCl receptacle face and downstream receptacles; no power will be
delivered to receptacle face if improperly wired (line-load reversed)

- Trip threshold meets or exceeds UL requirements for tripping time
- Improved immunity to high frequency noise reduces nuisance tripping

- Advanced electronics provides superior resistance to electrical surges
and over-voltages

- Patented Lockout Action prevents reset if GFClis damaged and
cannot respond to a ground-fault

- Status Indicator Light provides simple, intuitive feedback on power and
protection status as well as indication of line/load reversal

- Silver alloy contacts

- Impact-resistant thermoplastic cover and body

- One-piece T-design trip latch mechanism provides efficient operation
- Available in 15A and 20A versions, all with Fed Spec rating

- TEST and RESET button colors match device face

- Compatible with all Decora® devices and wallplates; available in select
Decora colors

- Limited Two-Year Product Warranty

Tamper-Resistant (TR) Models

- Complies with NEC® requirement mandating that all 15A and 20A
receptacles installed in dwelling units be listed as tamper-resistant

- Shutter mechanism inside the receptacle blocks access to the
contacts unless a two- or three-prong plug is inserted

Duplex Guide Light Models
- Sensor provides automatic ON/OFF based on ambient lighting
- Dual lens provides visible light with a variety of plugs or transformers

- Custom designed lenses with edge-mounted LEDs improve light dispersion

- Energy-efficient (~1W of electricity). No bulbs to replace

- Saves space by eliminating the need to use an outlet for a plug-in night light

Weather-Resistant Models

- Designed for wet and damp locations to meet the requirements
of NEC Section 406.8

- Stainless steel strap and screws

- Conformal coated PC board to protect critical components
from moisture

- Cold impact resistant face and buttons
- UV stabilized plastics

Audible Models

- Audible alarm sounds when the GFCl trips, providing an alert that power
has been disconnected from load(s) plugged into or fed from the GFCI

- Indicator light provides visual status
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3.81
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Agency Standards and Compliance
- Meets the latest UL and CSA requirements

- UL Standard 943 Class A (GFCI) and 498 (Receptacles) - Operating Temperature: -35°C to 66°C
- UL Listed (File #E-48380)
- CSA Standard C22.2 - 144.1 (GFCI) and 42 (Receptacles)
- CSA Certified (File #LR-57811)

- NOM Certified
- Meets Federal Specification W-C-596G (blank face - exception)

Leviton GFCl devices feature an LED Status Indicator Light which provides a visual
O indication to the user of the status of GFCI protection. This is a convenient way
to check the level of protection at-a-glance.

- GFCl has passed self-test and is providing power

RED LED - ALERT!
| - Blinking - Initial self-test upon first power up
- Solid or blinking - Press TEST and RESET buttons to reset GFCI
- If GFCI will not reset OR solid or blinking red continues, replace device

NO LED - NO POWER
- GFClin tripped state
B - Press RESET button
- If GFCI will not reset, no power on the circuit

Material Characteristics
- Environmental: Flammability UL-94 V2 Rating

- Material: Face, Thermoplastic; Body, Polycarbonate
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Ordering Information

Commercial Spec Grade - Back and Side Wired

Description Color Cat. No.
NEMA NEMA 5-15R NEMA 5-20R
Rating 15A-125V @ Receptacle 20A-125V @ Receptacle
20A-125V Feed-Through 20A-125V Feed-Through
TR Non-TR TR Non-TR
Du.plex with LED I_ndicafcor White GFTR1-W GFNT1-W GFTR2-W GFNT2-W
(with self-grounding clip) GFTR1-WBK* GFTR2-WBK*
Ivory GFTR1-l GFNT1-l GFTR2-I GFNT2-I
Light Almond GFTR1-T GFNT1-T GFTR2-T GFNT2-T
Gray GFTR1-GY GFNT1-GY GFTR2-GY GFNT2-GY
Black GFTR1-E GFNT1-E GFTR2-E GFNT2-E
Brown GFTR1 GFNT1 GFTR2 GFNT2
Red - - - GFNT2-R
Duplex Weather-Resistant/ White GFWT1-W GFWR1-W GFWT2-W GFWR2-W
Outdoor Grade with LED Indicator
Ivory GFWT1-I GFWR1-I GFWT2-| GFWR2-I
Light Almond GFWT1-T - GFWT2-T -
Gray GFWT1-GY - GFWT2-GY -
Black GFWT1-E GFWR1-E GFWT2-E GFWR2-E
Brown GFWT1 - - -
Duplex Guide Light White GFNL1-W - GFNL2-W -
with LED Indicator
(with self-grounding clip) Ivory GFNL1-l - GFNL2-I -
Light Almond GFNL1-T - GFNL2-T -
Black GFNL1-E - - -
Duplex with Audible Trip White GFTA1-W - GFTA2-W -
Alert with LED Indicator
(with self-grounding clip) Ivory GFTA1-l - GFTA2-I -
Light Almond GFTAL-T - GFTA2-T -
Combination Switch White GFSW1-W - - -
with LED Indicator
(with self-grounding clip) Ivory GFSW1-I - - -
(15 Amp @ 120 VAC Switch rating)
Light Almond GFSW1-T - - -
Blank Face with LED Indicator White GFRBF-W
(with self-grounding clip)
(20A feedthrough rating only) Ivory GFRBF-I
Light Almond GFRBF-T

*20pc bulk pack without wallplates

LEVITON.

Leviton Manufacturing Co., Inc.
Tech Line: 1-800-824-3005

Mon-Fri 8am-10pm EST, Saturday 9am-7pm EST, Sunday 9am-5pm EST

For 24/7 product support visit www.leviton.com/support

Visit our Website at: www.leviton.com/gfci

© 2024 Leviton Manufacturing Co., Inc. All rights reserved.
All trademarks are the property of their respective owners.
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Descriptors

Category
Product Line
GO Schedule

Specifications

Trip Style
Frame Type
Amperage
System Voltage

Poles

Trip Function

Continuous Current Rated
120 Vac Interrupting Rating
120/240 Vac Interrupting Rating
Suitable for Reverse Feed
Long Time

Instantaneous

Protective Relays

Current Metering

Special Markings

GSA Compliance

Classifications

UL File #

electrification.us.abb.com

BR | Industrial

[ [
EPED | solutions

A\
I

Catalog No. THQL2160

Description: THQL 2 POLE 120/240V 10K IC 60 AMP

UPC No 783164048483
Home > Circuit Breakers > Miniature Circuit Breakers > Q-Line Miniature Circuit Breakers

Q line circuit breakers are one-inch wide per pole, compact, thermal-magnetic devices designed for
residential and commercial applications. The QL breakers are plug-in versions of the Q Line used for
connection to load centers and lighting panels. All Q Line circuit breakers feature Quick-make / Quick-break
mechanisms, common trip bars, and easy to spot trip indication to ensure safety and reliability. Q Line
breakers are available in 1, 2, and 3 pole versions, can be ordered with auxiliary contact and shunt trip
accessories, and can be ordered for use in HID applications.

Q-Line Miniature Circuit Breakers
Q-Line (Plug-In)
R5

Non-Interchangeable
Q-Line
60

120 Vac
120/240 Vac

2

LI
Standard
10 KAIC
10 KAIC
Yes
Fixed
Fixed
No

No
HACR
Yes

E11592

by ABB

Created on: 07/20/2026


http://empower.abb.com/ecatalog/ec/EN_NA/p/THQL2160
https://www.electrification.us.abb.com

Descriptors

Category
Product Line
GO Schedule

Specifications

Interrupting Capacity Rating
Voltage

Trip Style

Frame Type

Amperage

System Voltage

Poles

Trip Function

Continuous Current Rated
120 Vac Interrupting Rating

120/240 Vac Interrupting Rating

Suitable for Reverse Feed
Long Time

Instantaneous

Protective Relays
Current Metering

Special Markings
GSA Compliance

Classifications

UL File #

electrification.us.abb.com

BR | Industrial

[ [
EPED | solutions

A\
I

Catalog No. THQL1120

Description: THQL 1 POLE 120/240V 10K IC 20 AMP

UPC No 783164012866
Home > Circuit Breakers > Residential Circuit Breakers > Q Line

Q line circuit breakers are one-inch wide per pole, compact, thermal-magnetic devices designed for
residential and commercial applications. The QL breakers are plug-in versions of the Q Line used for
connection to load centers and lighting panels. All Q Line circuit breakers feature Quick-make / Quick-break
mechanisms, common trip bars, and easy to spot trip indication to ensure safety and reliability. Q Line
breakers are available in 1, 2, and 3 pole versions, can be ordered with auxiliary contact and shunt trip
accessories, and can be ordered for use in HID applications.

Q Line
Q-Line (Plug-In)
R8

10 kAIC

240V
Non-Interchangeable
Q-Line

20

120 Vac
120/240 Vac

1

LI
Standard
10 KAIC
10 KAIC
Yes
Fixed
Fixed

No

No

HACR
SWD

Yes

E11592

by ABB

Created on: 07/20/2026


http://empower.abb.com/ecatalog/ec/EN_NA/p/THQL1120
https://www.electrification.us.abb.com

(ap) Meeanc

U7040-XL-TG

Marketing Product Description 4 Terminal Ringless Small Bypass Type
Closing Plate Triplex Ground G

Length (IN) 4.125

R T

' ' Line Side Wire Range
Height (IN) 14.563 B ——
Type Ringless Meter Socket

Standard UL Listed;Type 3R

Amperage Rating 200 Continuous Ampere

Frequency Rating 60 He

Number Of Cutouts 0

Cable Entry Overhead or Underground

Insulation Glass Polyester
Enclosure G90 Galvanized Steel with

Powder Coat Finish

Please consult serving utility for their requirements prior to ordering or installing, as specifications and app
electrical inspector approval. All installations must be installed by a licensed electrician and must comply
regulations. Milbank reserves the right to make changes in specifications and features shown without notice

Triplex Ground

6 AWG - 350 kemil

ovals vary by utility and may require local
th all national and local codes, laws and
or obligation.

MO 64120 | 877 483.5314 | milbankworks.corr
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Milbank Manufacturing Co. | Terms & Conditions of

OFFER AND ACCEPTANCE: Milbank Manufacturing Co. (“Milbank”) offers to sell the equipment (

Sale

&
he “Equipment”) and any related services

indicated to you (“Buyer”) in strict accordance with the Terms and Conditions stated herein. Submittal of a purchase order or execution of this

offer by Buyer, or allowing Milbank to deliver the Equipment, shall be deemed an acceptance of
constitute a legally enforceable contract between Buyer and Milbank. Any additional or differing

purchase order or other communication in any form from Buyer (whether or not such terms maten
Milbank and shall not become part of the contract between Buyer and Milbank unless expressly

representative of Milbank. Any obligations of the parties set forth in a separate confidentiality or
parties shall remain in place and are not superseded by this contract.

DISCOUNT SCHEDULE: Consult local agent or Milbank’s sales office for any applicable discounts.

QUOTATIONS: Quotations are subject to revision or re-quoting after 30 days from quote date. It i

thoroughly for compliance with bid requirements. Any required changes including, but not lin

specification, or destination may result in price adjustment or the voiding of the quote. Any increa
within the time frame from quotation until shipment may necessitate the re-pricing of the quotat

PRICE: Prices for the Equipment are subject to change without notice. Notwithstanding any applicabl
in effect at time of shipment. Unless specifically provided for in the quotation, the prices for the sa

any taxes, tariffs, duties, fees or governmental charges, including, but not limited to, IVA, value adde|

(collectively the “Taxes”), and Buyer agrees to pay any Taxes payable as a result of the sale and de

not apply to taxes based upon Milbank’s net income. If Milbank pays any Taxes for which Buyer

promptly reimburse Milbank the amount thereof.

MINIMUM ORDERS: Orders amounting to less than $100 for the aggregate net purchase price will b
transportation charges. Non-stock items may be subject to a minimum order quantity or short run s

for required quantities and applicable short run set-up charges.

TRANSPORTATION CHARGES: Unless otherwise stated by Milbank in its quote, all prices are F.O.B. shi
on all standard shipments for orders totaling $1,850 net aggregate purchase price or greater, provid
to the same destination. For any orders having an aggregate net purchase price of less than $1,850, a

prepaid and charged. Milbank reserves the right to select the carrier, routing, shipping point, and n

is offer, which offer and acceptance shall
rms and Conditions contained on Buyer’s
ally alter this offer) are hereby rejected by
approved in writing by a duly authorized
non-disclosure agreement executed by the

§ Buyer’s responsibility to review all quotes
nited to, quantity, delivery date, product
jes in raw material costs greater than 10%

on at Milbank’s discretion.

e quotation, orders will be billed at the price
e and delivery of Equipment do not include
d, gross receipts, excise, sales and use taxes
jvery of the Equipment. The foregoing shall
is responsible hereunder, Buyer agrees to

e automatically billed to Buyer at $100 plus
et-up charge — contact Milbank sales office

pping point with freight prepaid and allowed
ed that all Equipment is shipped at one time
prices are F.O.B. shipping point with freight
nethod of shipment. Buyer will be billed for

any non-standard additional delivery charges on prepaid and allowed shipments (such as lift gate, construction site, stop-off or residential delivery

charges).

FOR ALASKA AND HAWAII SHIPMENTS: Shipments of qualifying orders to Alaska are freight prepaid
and shipments of qualifying orders to Hawaii are freight prepaid and allowed to any continental
responsible for arranging and paying for all freight and related charges to the final destination.

EXPORT SHIPMENTS: All Equipment for export is ExXWorks shipping point with freight prepaid an¢

aggregate purchase price or greater and will be domestic packed and palletized for shipment to a
having an aggregate net purchase price of less than $1,850, all prices are ExXWorks shipping point
domestic packed and palletized for shipment to any one continental U.S. port. Buyer is responsible
related charges from such continental U.S. port to the final destination.

TERMS OF PAYMENT: Upon normal credit approval by Milbank, payment for any Equipment shipped
thirty (30) days of the invoice date. Milbank reserves the right to add to any account outstanding

land allowed to Seattle or Kent, Washington,
west coast, U.S. port. Thereafter, Buyer is

allowed on shipments totaling $1,850 net
y one continental U.S. port. For any orders
yith freight prepaid and charged and will be
for arranging and paying for all freight and

hereunder shall be due in U.S. Dollars within
more than thirty (30) days from the invoice

date a charge of one and one-half percent (1 1/2%) per month on the total amount then outstanding. In the event of disapproval by Milbank for

its normal credit terms, terms of payment will be established through mutual agreement of Buyer a
other remedies, delinquent accounts may be closed without notice and orders for Equipment (or
received.

DELIVERY: Milbank is not responsible for delays in shipment or installation. Ship dates are approxin
other relevant factors at the time the order is accepted. Milbank does not guarantee specific p

nd Milbank. Further, in addition to Milbank’s
any portion thereof) held until payment is

ate and based on factory conditions or such
erformance or accept responsibility for any

liquidated damages, back charges or other losses or penalties that result from delayed delivery or installation, regardless of the cause. Legal title

to the Equipment and all risk of loss thereto shall transfer to Buyer upon delivery to the freight
responsible for securing insurance against risk of loss or damage for the Equipment upon transfer of

CANCELLATION: An order once placed and accepted by Milbank can be cancelled only with Milba
will reimburse Milbank for any loss, cost or expense attributable to the cancellation. Buyer acknowl
in order to reimburse Milbank for its losses, costs and expenses are not to be construed as a pen
cancelled and not consented to in writing by Milbank.

)

MILBANK'

ENERBY AY WK

carrier at the shipping point. Buyer shall be
f risk of loss.

k’s written consent and under terms which

edges that any cancellation charges assessed

Ity. Buyer shall remain liable for any orders

Milbank Terms & Conditions of Sale | Page 1 of 3
Revised: 2/2022




RETURN POLICY: Authorization must be obtained in writing from Milbank before returning any
Authorization form must be completed in its entirety and sent to Milbank for approval to return any
original carton and in standard package quantities for any authorized return. A minimum service charge of 25% of the net purchase price of the
Equipment plus transportation charges will apply on all returned Equipment. An additional service charge equal to 25% of the net purchase price
of the Equipment will apply on items returned after the one-year period following Milbank’s shipment of the Equipment. No Equipment will be
accepted for return after a two year period following shipment of the Equipment. Special order items and power generation products (i.e.
generators, transfer switches and accessories) are nonreturnable unless otherwise agreed in writing by Milbank. Buyer agrees to inspect all
Equipment within forty-eight (48) hours of delivery to determine if any such Equipment is damaged or if product is missing. If Buyer does not
notify Milbank in writing within such forty-eight (48) hour period that any of the Equipment is damaged or product is missing, Buyer will be
deemed to have accepted such Equipment as undamaged and complete, and Milbank shall have no obligation to repair or replace such
Equipment and cost of replacement parts or missing product is the responsibility of the Buyer.

Equipment. A Milbank Returned Materials
Equipment. All Equipment must be in their

CARTON QUANTITIES: If the Equipment ordered is sold by Milbank in required carton quantities

consent, to increase the quantities of any item on your order to meet the nearest carton quantity urn
to the contrary.

Milbank reserves the right, without your
less your purchase order specifically states

EMERGENCY STORM RESPONSE: For emergency Equipment orders in the event of severe storms o
to apply a service charge of up to 15% of the net purchase price of the Equipment as repayment of & portion of the additional costs incurred in
order to meet emergency order requests, including, without limitation, material spot buys, expedited material deliveries, plant overtime, and

transfer of production equipment to alternate facilities. Any order placed for storm recovery or other disaster will be treated as a special order
and will be non-returnable.

other disasters, Milbank reserves the right

INSTALLATION: All installations must strictly comply with all national, state and local codes, industry,
installation manual(s). In addition to such national, state and local codes standards, laws anag
requirements for certain Equipment, including metering equipment. It is the Buyer’s sole respons
utility for their specifications and requirements prior to ordering or installing any Milbank Equipment
local electrical inspector approval. All Milbank Equipment must be installed by a licensed electrician.

standards, laws, regulations and applicable
regulations, many utilities have specific
bility and obligation to consult the serving
. Installation of any Equipment may require
Improper installation voids all warranties.

EXCLUSIVE WARRANTY; DISCLAIMER: If any Equipment manufactured by Milbank fails to work

specifications due to defects in material or workmanship within one (1) year from the date Milb

Equipment will be replaced or repaired at Milbank's sole option. Repair or replacement of Equipmen
be provided F.0.B. point of manufacture (with Buyer responsible for risk of loss during delivery).
inadequate maintenance, normal wear and usage, unsuitable power sources or environmental

negligence or misuse, including, without limitation, misapplication or use beyond capacity, improper

handling on Buyer or its agents’ behalf, or any other cause not the fault of Milbank are not cover

Buyer’s expense. This warranty does not include reimbursement for the expenses of installation, re

costs, or any other expenses which may be incurred. For Equipment or component parts or p

n accordance with the applicable product
nk shipped the Equipment to Buyer, such
determined by Milbank to be defective will
\ll replacements or repairs necessitated by
conditions, accident, Buyer or third party
installation, modification, repair, storage or
ed by this limited warranty, and shall be at
moval, handling, transportation or shipping
rts thereof sold to Buyer by Milbank, but

manufactured by other third parties, the above warranty shall not apply; rather, Milbank will extend to Buyer the same warranty it receives from
the third party manufacturer, to the extent assignable to Buyer, and/or as applicable Buyer will have the benefit of any warranties provided by
the third party manufacturer directly to Buyer as the end user of the Equipment. See the particular third party manufacturer’s warranty for
further details. The third party manufacturer’s warranty may change from time to time. The exclusjve warranty remedies provided to Buyer in
this paragraph shall be contingent upon Buyer’s payment in full to Milbank all amounts due for sajd Equipment. Milbank reserves the right to
make changes to the specifications and features of any Equipment from time to time without notice to Buyer and may discontinue any Equipment

at any time without notice or obligation. THIS WARRANTY IS MADE EXPRESSLY IN LIEU OF ANY O

OTHER REPRESENTATION OR WARRANTY OF ANY OTHER KIND, EXPRESS OR IMPLIED, WITH RESP
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, NON-INFRINGEMENT OF THIRD PAR

WARRANTIES CONTAINED HEREIN SET FORTH BUYER’S SOLE AND EXCLUSIVE REMEDY IN THE E
MATERIALS AND SHALL NOT BE DEEMED TO HAVE FAILED ITS ESSENTIAL PURPOSE SO LONG AS Ml

THE TERMS OF THIS EXCLUSIVE WARRANTY. ANY SERVICES PROVIDED BY MILBANK RELATED TO THE

BASIS WITHOUT ANY WARRANTY.
LIMITATION OF LIABILITY: ALL CLAIMS, CAUSES OF ACTION OR LEGAL PROCEEDINGS AGAINST M

EQUIPMENT TO BUYER HEREUNDER OR USE OF THE EQUIPMENT MUST BE COMMENCED BY BUYE

SPECIFIED UNDER THE WARRANTY PARAGRAPH ABOVE, WHICH PERIOD IS ONE (1) YEAR FROM THE
BUYER. FAILURE TO COMMENCE ANY SUCH CLAIM, CAUSE OF ACTION OR LEGAL PROCEEDING V
VOLUNTARY AND KNOWING WAIVER THEREOF BY BUYER. IN NO EVENT SHALL MILBANK’S LIABILITY
RECEIVED BY MILBANK FROM BUYER FOR THE SPECIFIC EQUIPMENT GIVING RISE TO THE CLAIM OR
LIABLE FOR ANY LOST PROFITS OR SPECIAL, INCIDENTAL, CONSEQUENTIAL OR PUNITIVE DAMAGE
PARAGRAPH SHALL APPLY UNDER ALL THEORIES OF LIABILITY OR CAUSES OF ACTION, INCLUDING B
(INCLUDING WARRANTY REMEDIES UNDER THE WARRANTY PARAGRAPH ABOVE), TORT OR STRIC]
INURE TO THE BENEFIT OF MILBANK’S SUPPLIERS, AGENTS AND SUBCONTRACTORS.

M’L@J:K'

ENERGY AY WIIRK

HER WARRANTY AND MILBANK MAKES NO
ECT TO THE EQUIPMENT, WHETHER AS TO
TY RIGHTS OR ANY OTHER MATTER. THE
VENT OF A DEFECT IN WORKMANSHIP OR
BANK IS WILLING AND ABLE TO CARRY OUT
EQUIPMENT ARE PROVIDED ON AN “AS-IS”

LBANK ARISING FROM MILBANK’S SALE OF
R WITHIN THE EXPRESS WARRANTY PERIOD
DATE OF SHIPMENT OF THE EQUIPMENT TO
VITHIN SUCH PERIOD SHALL CONSTITUTE A
FOR ANY DAMAGES EXCEED THE PAYMENTS
CAUSE OF ACTION, NOR SHALL MILBANK BE
S. THE LIMITATIONS ON DAMAGES IN THIS
UT NOT LIMITED TO CONTRACT, WARRANTY
[ LIABILITY. THE ABOVE LIMITATIONS SHALL

Milbank Terms & Conditions of Sale | Page 2 of 3
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OWNERSHIP OF TECHNICAL DATA/INTELLECTUAL PROPERTY: Milbank is not granting Buyer any righ
(including, without limitation, drawings, photographs, specifications, operational data, prototypes,
Milbank to Buyer pursuant to this Agreement or any of Milbank’s intellectual property (including, wit
property related to or incorporated into its Equipment). Buyer agrees to maintain any of Milbank’s teg
in strict confidence, to not disclose such technical information or intellectual property to any th

information or intellectual property for any purpose other than in connection with the Equipment.

EXCUSE OF PERFORMANCE: Milbank shall not be liable for delays in performance or for non-perfo
interruption of computer or telecommunication systems, acts of God, war, riot, fire, flood, terrorisn
labor disputes, labor unrest, disease, pandemic, quarantine, or health crisis, unavailability or limited
delays in transportation, unavoidable casualties, explosion, accident, compliance with governme
actions, delays in receipt of duty-free or tax-free materials at port clearances, or other unforeseen
reasonable control. In the event of such delay, the time for performance shall be extended by a perio
the effect of the delay. If Milbank determines that its ability to supply the total demand for the Equ
directly or indirectly in the manufacture of the Equipment, is hindered, limited or made impracticab
of the Equipment, labor or materials (without obligation to acquire other supplies of any such Equipn

on such basis as Milbank determines to be equitable without liability for any failure or performance

DISPUTES AND CHOICE OF LAW: The contract for sale of Equipment is formed and shall be constru

of the State of Missouri, without giving effect to any choice of law rules thereof. All claims, disputes

, title or interest in its technical information
designs and bills of material) furnished by
hout limitation, any of Milbank’s intellectual
hnical information and intellectual property
rd party and to not to use such technical

rmance due to acts of the Buyer, failure or
, armed conflict, civil unrest, labor trouble,
supply of materials, components or labor,
ntal requests, laws, regulations, orders or
circumstances or causes beyond Milbank's
d of time reasonably necessary to overcome
pment, or to obtain labor or material used
e, Milbank may allocate its available supply
ent, labor or material) among its customers
which may result therefrom.

d, performed and enforced under the laws
and controversies arising out of or relating

to this contract, or the breach thereof, shall, in lieu of court action, be submitted to arbitration in accordance with the Commercial Arbitration

Rules of the American Arbitration Association, and any judgment upon the award rendered by th
having jurisdiction thereof. The site of the arbitration shall be Kansas City, Missouri, unless another

In the event it becomes necessary for Milbank to incur any costs or expenses in the collection of ma
any of its rights or privileges hereunder, Buyer, upon demand, shall reimburse Milbank for all such cd

to, reasonable attorney’s fees, court costs, arbitration and expert fees).

GENERAL PROVISIONS: (a) The covenants, conditions and terms herein contained shall bind, and th
permitted successors and assigns of the parties hereto. Notwithstanding the foregoing, Buyer shall

obligations under the contract (which includes the purchase order and these Terms and Conditions) v

assignment in violation of the Terms and Conditions shall be void and have no effect. (b) In the ev
Conditions and a purchase order or any other documentation, these Terms and Conditions shall go

arbitrator(s) may be entered in any court
ite is mutually agreed between the parties.
nies due Milbank from Buyer, or to enforce
sts and expenses (including, but not limited

benefits and advantages shall inure to, the
hot assign, directly or indirectly, its rights or

vithout Milbank’s prior written consent. Any
t of any conflict between these Terms and
rn and be controlling on the parties. (c) No

waiver by either party of a breach or default hereunder will be deemed a waiver by such party of|a subsequent breach or default of a like or
similar nature. No course of dealing or performance, usage of trade or failure to enforce any term shall be used to modify the Terms and

Conditions. (d) Any modification of these Terms and Conditions must be set forth in a writt
representative of Milbank. (e) If any provision of these Terms and Conditions shall be invalid or un
the Terms and Conditions and the application of such provision to other circumstances, if applicabl
enforced to the greatest extent permitted by law. (f) The remedies expressly provided for in these

any other remedies that Milbank may have under the Uniform Commercial Code or other applical

and agree that there are no intended third party beneficiaries.

G

MILBANK

ENERBY AY WOERK

instrument signed by a duly authorized
nforceable to any extent, the remainder of
e, shall not be affected thereby and shall be
Ferms and Conditions shall be in addition to
le law. (g) Milbank and Buyer acknowledge
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TERMS AND CONDITIONS OF SALE

General Policies and Conditions

1.

Payment Terms

1. Net30 days from the date of invoice
2. For projects up to $1,000,000 net, terms of payment are 100% upon invoicing.
3. If project value exceeds $1,000,000 net, progress payments are required payable at the following milestones. Th
be tailored to the project schedule.
L4 20% upon delivery of drawings
L4 30% upon release of equipment
L 50% upon shipment
Warranty
1. The warranty for Products shall expire one (1) year from date of installation or eighteen (18) months after date
is warranted for ninety (90) days from delivery. The warranty for Services shall expire one (1) year after perforn
Services are warranted for ninety (90) days.
2. Additional 12 months available for 2% adder, 24 months for 4% adder. Engage ABB representative if longer dur
3. Al warranty claim remedies are provided under the General Terms and Conditions of Sale, or any applicable MSA

Order Cancellation - Schedule of Charges

1. 10% - Order received.

2. 30%- Drawings for approval submitted, if required.

3. 50% - Revisions to approval drawings submitted, if required.

4. 80% - Order released for manufacturing and shipment.

5. 100% - Production started.

Delivery and Transportation

1. CPT/FCA ABB's facility, place of manufacture or warehouse (Incoterms 2020). Title and risk of loss passes upon

2. ABB will assume the risk of loss or damage to the destination for a 2% adder (but not less than $500 net) applis
defined as ABB's common carrier's delivery point nearest first destination or point of export within the continent]

3. Transportation and handling are prepaid and billed, unless otherwise noted in this quotation or MSA.

4. Shipment via Air or Open Top/Flatbed/Lift gate truck not included unless specifically listed herein.

5: Special Instruction - The Receiving Associate is required to sign, date, and note specific visible or concealed dary
Associate is required to witness Receiver's signature, date, and damage claim annotations. ABB's Post Sales Ser
BOL within five (5) days of delivery or Shipper's responsibility ends.

Other Notes

1. standard factory test procedures will be performed. Customer inspections, customer witness tests, and any oth
specifically noted herein.

2. The accompanying Bill of Material is our interpretation of what is required to meet the intent of the listed Drawif
accuracy and completeness and advise immediately if any revisions are required. This proposal is limited to the
system should be verified by a qualified engineer and may require changes to the design, Bill of Material, and p

3. The Parties are aware of the shortage of raw materials, electronic components worldwide which is likely to last

This Proposal is offered subject to the following: 1) attached TERMS AND CONDITIONS OF SALE, 2) an executed
current general Terms and Condition of Sale. Any conflict among the documents comprising the terms of this Pro

order of precedence: (i) an executed MSA incorporating the following Terms and Conditions of Sale (ii) attached 7
General Terms and Conditions of Sale (iii) or ABB Inc. General Terms and Conditions of Sale. Non-ABB preprinted

rejected by ABB.

All quoted or agreed prices are subject to revision at any time in the event of: (i) a material increase in compone

action such as new or increased tariffs.

Buyer represents and warrants that there are no federal, state, or local (collectively "Governmental") contracting
apply to this transaction, including without limitation any Governmental domestic preference or prevailing wage,
agreed to by Seller in writing. Buyer assumes sole responsibility for any costs associated with non-compliance of

provided in writing, Seller makes no representation that the quoted product(s) or service(s) comply with any Goy
This proposal expires in 30 calendar days, unless terminated sooner by notice. This proposal is not inclusive of ta

Orders not requiring engineered drawings for approval must be released by Buyer for manufacture within 90 day

must be returned and approved by Buyer for release within 60 days of mailing. If not, and/or shipment is delayet

partial/full month that shipment release is delayed after the 90-day period. If project is delayed 6 months or mo
current market values.

For MV Transformers (including Padmount, Substation, & Power transformers), refer to the factory proposal for a

to quote validity, price validity, escalation, warranty, cancellation, estimated delivery, and freight terms.

fluctuations in the availability and cost of other raw materials, commodities, other critical components, and tran
contrary in the contract terms and conditions / purchase order, if after the date of ABB's proposal / offer or dur|
order there are any changes to availability and / or market conditions for electronic components, raw materials
indirectly affecting ABB's performance, ABB shall be entitled to relief in the schedule of the performance or deliy
under the contract / purchase order. In such circumstances, the Parties shall meet without delay and discuss in
equitable adjustment to the contract / purchase order date of delivery or completion. Customer hereby acknow|
be able to comply with the originally agreed delivery or completion schedule and that ABB shall not be liable for

Master Supply Agreement ("MSA"), and 3) ABB Inc.'s
posal shall be resolved in accordance with the following
ERMS AND CONDITIONS OF SALE incorporating ABB Inc.
PO terms have no force and/or effect and are hereby

nt, raw material, or energy costs; or (ii) governmental

provisions, regulations, flow-downs, or requirements that
other than such terms that have been disclosed and
terms not agreed by Seller in writing. Unless expressly
ernmental contracting provisions and regulations.

xes of any kind, unless explicitly stated.

of PO receipt. If engineered drawings are required, they
i for any reason the price will increase by 1.5% for each
e after PO receipt, project will be repriced based off

pplicable terms and conditions including, but not limited

lese milestones will be applied at a line-item level and will

f shipment, whichever occurs first, except that software
)ance of the Service, except that software related

tions are needed.
, whichever is applicable between the parties.

shipment.

d to the total price of the equipment. "Destination” is
al U.S.

age on Bill of Lading at time of delivery. Freight Company
vice Department must be provided with copy of annotated

r non-standard test procedures are not included unless

\gs and Specifications. Please review thoroughly for
attached Bill of Material only. Selective coordination of the
ice.

or the foreseeable future, as well as, of market

sportation capacities. Notwithstanding anything to the

ng the term of the performance of the contract / purchase
commodities, and transportation capabilities directly or
ery of the directly or indirectly affected scope of work
good faith to find a mutually agreeable solution, with
ledges and agrees that in said circumstances ABB may not
any liquidated or actual damages in connection thereto.
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Catalog No. TH3364R

Description: 200A 3P HD N3R 600V FUSIBLE

UPC No 783164009149

Home > Switches & Disc cts > Disconnect & Safety S|

s > Safety Switches > Heavy Duty

When it comes ta getting the job done right, you can count on s@fe

variety of general duty switches for residential and light commefitial purposes, while the extensive fine of
heavy-duty switches is best suited for commercial and industriaapplications. For the toughest industriat
environments - such as cement foundries, steel mills and procdsing plants — dust-tight and stainless steel
switches are available. We also offer a variety of double throw siifitches for emergency generators, No matter

the application, we've got you covered with a rugged, reliable afig easy-to-install Spec-Setter safety switch,
200A 3P HD N3R 600V FUSIBLE

switches from ABB. ABB offers a wide

Heavy Duty

S1
Amperage
Poles 3
Wires 3
Fusing Fusible
Enclosure NEMA 3R (Qutdoor}
Options None
Wire Range (Cu/Al) 2-250
480 Vac, NEC Std, 1-ph 25.0 hp
480 Vac, NEC Std, 3-ph 50.0 hp
480 Vac, Time Delay, 1-ph 50.0 hp
480 Vac, Time Delay, 3-ph 125.0 hp
600 Vac, NEC Std, 1-ph 30.0 hp
600 Vac, NEC Std, 3-ph 60.0 hp
600 Vac, Time Delay. 1-ph 50.0 bp
600 Vac, Time Delay, 3-ph 150.0 hp
250 Vdc 40.0 hp
GSA Compliance Yes

cUL Listed

UL Listed

Height

31.70 in

electrification.us.abb.com
Catalol No, TH2 3808

by ABB

Created on: 02/04/2026

Pays b 1




Depth 5.40 in
Width 13.40 in
M 33.0b
electrification.us.abb.com Created on: 02/04/2026
Catalog No. THIZ64R FogeNo. 2




TR-R & TRS-R

Time Delay/Class RKS

UL/CSA LISTED POWER FUSES

THE INDUSTRY’S MOST POPULAR FUSE
FOR MOTOR CIRCUIT PROTECTION

Tr-Onic* TR-R and TRS-R current-limiting time-delay fuses are
engineered for overcurrent protection of motors and transformers,
service entrance equipment, feeder, and branch circuits. Tri-Onic fuse’s
proven time-delay characteristic safely handles harmless starting
currents and inrush currents associated with today’s motors and
transformers. Now available with optional SmartSpot” blown fuse
indication technology.

FEATURES/BENEFITS

Time delay

» Current limiting

+ AC and DC rated

Optional solid state SmartSpot blown fuse indicator

Time delay for motor start-ups and transformer inrush currents
without nuisance opening

« Current limiting for low peak let-thru current

« Rejection-style design prevents replacement errors (when used with
recommended fuse blocks)

» Easy-to-read label for quick brand recognition and replacement

Metal-embossed date and catalog number for traceability and
lasting identification

Fiberglass body provides dimensional stability in harsh industriat
settings

« High-grade silica filler ensures fast arc quenching and high current
limitation

-

-

-

-

MERSEN.COM M&RE PF 14
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TR-R & TRS-R

Time Delay/Class RKS

UL/CSA LISTED
POWER FUSES

CATALOG NUMBERS (AMPS)

TRi/10R" TRIL/ZR* | TRSOR TRS1/10R* | TRS31/2R* | TRSSOR

TR15/100R* | TRAR™ TRBOR TRS15/100R” | TRS4R™ TRS6OR
TR2/I0R® | TRAL/2R® | TR7OR TRS/10R® | RS41/2R* | TRS7OR
TR3/10R” | TRSR” TR7SRY TRSI/10R” | TRSSR* TRS7SR?
TR4/40R" | TRS.6/10R* | TREOR TRS4/10R* | TRSS.6/10R" | TRSGOR
1R1/2R" TRER* TRIOR TRS1/2R* | TRSGR’ TRSSOR
TRE/AOR® | IREL/AR® | TR1OOR TRSB/10R® | TRS6-L/4R* | TRSIO0R
TRB/IOR™ | TRPR" TRLIOR TRSB/10R* | TRS7R® TRS110R
TRIR® TRER TRZSR TRS4R" TRSER RS 1258
TRIA/BR* | TROR TRIS0R TRSL1/8R* | TRSIR TRS150R
TRIA/GR® | TRIOR TRI7SR TRS11/4R® | TRS1OR TRS175R
TRL-4/10R* | TR1ZR TRP00R TRS1.4/10R* | TRS12R TRSZ200R
TRLB/10R* | TRISR TR225R TRSL6/10R" | TRSLSR RS2SR |
TRLG/IOR® | TRIZL/ZR | TR2SOR TRS1.8/10R* | TRS1P4/2R | TRS250R
TRZR® TRZOR TR300R TRS2R" TRS20R TRSIO0R
TR2A/4R* | TR2SR TR350R TRS24/4R" | TRSESR TRSISOR
TR21/2R* | TRIOR TR40OR RS24/2R° | TRS3OR TRS400R
TR28/10R° | TR3SR TRASOR TRS2.8/10R™ | TRS35R TRS4SOR
TR3R* TRAOR TRSOOR TRS3R™ TRSA0R TRS500R
R3.Z/10R" | TRASR TRGO0R TRS3.2/10R" | TRSASR TRS600R

ENDED
DCKS WITH

| 3-Pole

030 §3068 | 20308R | 60306R | 6030BR
3160 | 2§606R | 2060BR | GOGOGR | 6DBOBR
61100 | AO36R | 21038R | G1036R | 6I038R
101200 | MOOIR | 22003 | 62001R | 62003R
201400 | AJO0IR | 24003k 64DDIR | GADDIR
401600 ”1315 " T7633R  6631R | GEII

A variety of tle configurations and

termination
Refer to Sect

ovisions are available.
on FB for details

Note: Optional blown fuse visual indication available, To order, place “ID" at the end of the catalog nufinber. Example; #TRSI0RID
* Not avaifable with optional biow tuse indicator.

Tin plated end caps are available on Non-D fuses less than 60A. Exampie Pert # TRP30R, TRSP30R

DIMENSIONS

401600
6 TRS ¥

030

3160 3 76 13716 2 : 1 .

61100 5.2/8 149 14716 27 L 1/8 3 34 19 1 K

101-200 24/8 181 £9/16 ag { 316 5 £4/8 28 | 1378 h 35

201-400 §5/8 219 | 24/16 53 | 174 6 1.5/8 41 1£7/8 48 |
2ae ; | 1/4 |6 ‘2 51 21/4 57 ‘

................. i
31-60 5.4/2 139 14/16 | 22 ‘
£1100 7.7/8 200 15/16 4 Ve 3 34 s

| 101-200 9.5/8 244 113418 46 3716 s 11/8 35
201.400 11.5/8 295 23/16 |56 | va 8 15/8 48
401600 338 | 30 ‘318 80 174 6 2 57
- +[F 1
LE c ‘]
- A B
0-60A ' A | B
61-600A
MERSEN.COM MeRs

Expertise, our source of energy
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AQU3302RCXAXT1B4 1/3

BB

PRODUCT-DETAILS

AQU3302RCXAXT1B4
30 Ct 250A AQ PS Int CU bus w/FT lugs

General Information

Global Commercial Alias AQU3302RCXAXTIBA

Extended Product Type AQU3I302RCXAXTIBA

Product ID 1TQR113302R1100

EAN 783175408634

Catalog Description 30 Ct 250A AQ PS Int CU bus w/FT lugs
ReliaGear lighting panelboards are factory assembledion rigid steel frames and

tong Description equipped with circuit breakers from 15 A to 800 A. The nfaximum fully-rated short

circuit rating is equal to 65 KAIC to 240 V AC and 480/277V AC.

ABB EcoSolutions

ABB EcoSolutions Yes

End Of Life 18QC173021M0202

Disassembling

tnstructions

Environmental Product 15QC173004D0201

Declaration - EPD

Extended Product Product Modularity

Lifetime

©® 2026 ABB. All rights reserved. 2026/02/04 Subject to change without notice




AQU3302RCXAXT1B4

Recyclability Rate of the
Product acc. to EN45555

926 %

installation

instructions and
Manuals

No document needed

Popular Downloads

Data Sheet, Technical
information

SAKK107680A8334

Material Compliance

RoHS Information

No declaration needed

REACH Information

False - does not contain substances > 0.1 mass percentage

Ordering

Minimum Order Quantity 1 plece
Dimensions

Product Net Width 14.800 in
Product Net Height 40.000in
Product Net Depth / 5.800 in
Length

Product Net Weight 16.400 Ib
Container Information

Package Level 1 Units box 1 piece
Package Level 1 Width 7.500 in
Package Level 1 Height ) 45.000in
Package Level 1 Depth / 24.000in
Length

Package Level 1 Gross 25520 Ib
weight PR T

Package Level 1 EAN 783175408634
Certificates and Declarations

Declaration of No declaration needed
Conformity - CE

External Classifications and Standards

WEEE Categgry N i Product Not i_n WEEE Scope
UNSPSC 3912110§

© 2026 ABB. Allrights reserved.

2026/02/04
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AQU3302RCXAXT1B4 3/3

IDEA Granular Category 4349 >> Three Phase Main Lug Bolt-On Lightigg Panelboard Interiors
Code (IGCC)

Categories

Low Voltage Products and Systems — NEMA Residential and Commercial Portfolio — Lighting Panels & B(Iers - PROSTOCK

Lighting Panels

Low Voltage Products and Systems -—» NEMA Residential and Commercial Portfolio — Lighting Panels & Br
Lighting Panels

ers — RellaGear

© 2026 ABB. All rights reserved. 2026/02/04 Subject to change without notice
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Catalog No. TEY260
Description: CIRCUIT BREAKER TWO POLE

UPC No 783164181005

Home > Circuit Breakers > Molded Case Circuit Breake Lighting Panel Circuit Breakers

© The TEY is a one-inch wide per pole, compact, "bolt-on” circuit ker for use on grounded 480Y/277 Vac
3 systems. The bolt-on mounting base accessory makes the TEY duitable for varied applications as a lug-lug
. breaker, All TEY circuit breakers feature Quick-make / Quick-brgak mechanisms, common trip bars, and easy
Fapwesentative image { to'spot trip indication to ensure safety and reliability, TEY b are available in 1, 2, and 3 pole versions
3 ) i and can be ordered with auxiliary contact and shunt trip acc ries. CIRCUIT BREAKER TWO POLE

o

Category Lighting Panel Circuit Bred
Product Line TEY / Q-Line (Bolt-On)
GO Schedule EY
Trip Style Non-interchangeable
Poles 2
Amperage 60 A

120 Vac
System Voltage Zg’i:‘c) Vac

277 Vac
120 Vac Interrupting Rating 65 KAIC
120/240 Vac Interrupting Rating 65 KAIC
240 Vac Interrupting Rating 65 KAIC
277 Vac interrupting Rating 14 RAIC
Trip Function L
Continuous Current Rated Standard
Suitable for Reverse Feed Yes
Long Time Fixed
Instantaneous Fixed 3
Current Metering No
Protective Relays No
Special Markings HACR
Wire Range (Cu/Al) 14-8 kemil / 12-8 kemil
GSA Compliance Yes

UL File #
CSA File# LR57114

by ABB

Created on: 02/04/2026

g

SR N, &

electrification.us.abb.com
Catadog No. TEY260
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Catalog No. TEY120
Description: TEY 1 POLE 20 AMP

UPC No 783164180916

Home > Circuit Breakers > Molded Case Circuit Breake Lighting Panel Circuit Breakers

The TEY Is a one-inch wide per pole, compact, "boit-on” circult

The holt-on mounting base accessory makes the TEY
breaker. Alt TEY circuit breakers feature Quick-make / Quick-bi
to spot trip indication to ensure safety and reliability. TEY brea
and can be ordered with auxiliary contact and shunt trip acc

ker for use on grounded 480Y/277 Vac
itable for varied applications as a lug-lug

k mechanisms, common trip bars, and easy
are available in 1, 2, and 3 pole versions
ries. TEY 1 POLE 20 AMP

Category Lighting Panel Circuit Brea
Product Line TEY f Q-Line (Bolt-On)
GO Schedule EY

Trip Style

Non-interchangeable
Poles 1
Amperage 20 A
120 Vac
System Voltage ;ig’ \2/‘;2 Vac
277 Vac
120 Vac interrupting Rating 65 KAIC
120/240 Vac Interrupting Rating 14 KAIC
240 Vac Interrupting Rating 14 KAIC
277 Vac Interrupting Rating 14 KAIC
Trip Function Li
Continuous Current Rated Standard
Suitable for Reverse Feed Yes
Long Time Fixed
Instantaneous Fixed
Current Metering No
Protective Relays No
Special Markings :%R
Wire Range (Cu/Al) 14-8 kemil / 12-8 kemil
GSA Compliance Yes

UL File # E11592
CSA Flle# LR57114
by ABB
electrification.us.abb.com

Catalog No. TEY120

Created on: 02/04/2026

fage No
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Catalog No. TEY230
Description: TEY 2 POLE 30 AMP

UPC No 783164180978

Home > Circuit Breakers > Molded Case Circult Breakersp> Lighting Panel Circuit Breakers

The TEY I$ a one-inch wide per pole, compact, “bolt-on” circuit
systems. The bolt-on mounting base accessory makes the TEY
breaker. All TEY circuit breakers feature Quick-make / Quick-bi
to spot trip indication to ensure safety and reliability. TEY brea
and can be ordered with suxiliary contact and shunt trip ac

er for use on grounded 480Y/277 Vac
itable for varied applications as a lug-lug

k mechanisms, common trip bars, and easy
are available in 1, 2, and 3 pole versions
ries. TEY 2 POLE 30 AMP

Category Lighting Panel Circuit Brea
Product Line TEY / Q-Line {Bolt-On)
GO Schedule EY

Trip Style

Non-interchangeable
Poles 2
Amperage 30A
120 Vac
System Voltage ;331\2122 Vac
277 Vac
120 Vac Interrupting Rating 65 KAIC
120/240 Vac Interrupting Rating 65 KAIC
240 Vac Interrupting Rating 65 KAIC
277 Vac Interrupting Rating 14 KAIC
Trip Function Li
Continuous Current Rated Standard
Suitable for Reverse Feed Yes
Long Time Fixed
Instantaneous Fixed
Current Metering No
Protective Relays No
Special Markings v
Wire Range (Cu/Al) 14-8 kemit / 12-8 kemil
GSA Compliance Yes

UL File #

E11592

CSA File#

LR57114
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Color: O White

UPC Code : 078477450215

Country Of Origin : China

L
NEMA : 5-20R

Available Colors :
® & @
Brown Black Gray

ivory Light Almond

T5820-W

LEVIT..

20 Amp Duplex Tamper-Resistant OdtietReceptacie, Grounding,

White

Resistant, Duplex Receptacie/Outiet,
Grounding, Side Wired Only, NEC

traight Blade, Self

20 Amp, 125 Volt, NEMA: 5-20R, P} 2, 3-Wire, Tamper-

— SAFE - Tamper-Resistant off
shocks

~ DURABLE - Impact-resistant
construction

~ EASY - Side wiring for easy in

— CONVENIENT - TR symbal on
latest NEC requirements

Technical Information

Product Features

pliant — White

protection from electrical
oplastic nylon

tation
ap assures they meet the

Stqndards & Certifications

Amperage : 20 A

Body Material : Thermoplastic
Nylon Ni

Color : White UL

Device Type : Duplex
Reaceptacle

Face Material : Thermoplastic
Nylon

Feature : Tamper-Resistant
Grounding : Self-Grounding
NEMA : 5-20R

Pole: 2

Product Type : Standard

Terminal Accom. : Side wiring
accepts #10 and #12 AWG
copper (CU) or #10 copper clad
{CC) wire

Termination : Side

Torque Range : 14 - 18 in.-lbs
Type : Duplex Receptacle
Voltage : 125 VAC

Wire : 3

Features and Benefits

uniess a two-pronged plug is i
foreign objects will be locked

~ Mechanical shutter mechanisi

C22.2 No. 42 : File

15p105; Class 6233-01
M : NOM Certified

498 : File E13399

prevents access to contacts
arted, helping ensure that



TR symbol on receptacle face a

Section 406.11 code requirem
- Ultrasonically welded for additi
- Base and face made of high im
=~ Caonvenient break-off plaster ea
— Self-grounding clip staked on,
- Easily accessible break-off tabs

required; allows easy two circuit

-~ Terminal screws accept #10 an
#10 copper clad (CC) wire

Patents’

US8242362

This list is provided for patent marki
faith effort is made to maintain the a
this list. No legal inference should be
a patent from this list.

Wiring Diagram
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Leviton Manufacturing Co., inc

201 North Service Road, Melville, NY 11747

Telephone; +1-800-323-8920 - FAX: +1-800-832-9538 - Tech Line (8:30AM-7:30PM E.S.
T. Monday-Friday): +1-800-824-3005

Leviton Manufacturing of Canada, Ltd.

165 Hymus Boulevard, Pointe Claire, Quebec HIR 1ES - Telephone: +1-800-461-2002 -
FAX: +1-800-824-3005 -

Leviton S.de R.L.de C.V.

Lago Tana 43, Mexico DF, Mexico CP 11280 - Tel.: (+52)55-5082-1040 - FAX: (+52)
5386~ 1797 -

Visit our Website at: www.leviton.com

© 2025 Leviton Manufacturing Co., Inc. All Rights Reserved. Subject to change without
notice.

Leviton has a global presence.

i you would like to know where your local Leviton office is located please go to:
www.leviton.com/company/about-leviton/locations

® 2025 Leviton Manufacturing Co., Inc.

ot thermoplastic

for best flush alignment
never fail off

split feed wiring is
version

12 AWG copper (CU) or

purposes only. A good
racy and completeness of
rawn from the omission of




Color : O White
UPC Code : 078477487364

Country Of Origin : China

GFTR2-W

20 Amp, Seif Test, Tamper-Resistan§iSim GFCI Outlet with LED
indicator Light

20 Amp, 125 Volt Receptacie/Outiet, R0 Amp Feed-Through,
Tamper-Resistant, Self-test Sma Pro Slim GFCI,
Monochromatic, Residential/Com ial applications, back and
side wired, nylon wallplate/faceplate Jbcrews and self grounding
clip included - White

- SAFE - Delivers continuous grdund fault protection

~ SELF TESTING ~ Automaticall§ self-tests to ensure it can
respond to ground fault

- SIMPLE ~ Status indicator lightlprovides simple, intuitive
feedback

~ COMPATIBLE ~ Device desig
reduced HF nuisance tripping

~ Now available in bulk pack -

to improve immunity for

calor anly

Technical Information

AC Horsepower Ratings Elfctrical Specifications

At Rated Volitage : 1 HP iplectric Voltage !

Dieisctri Voltage o CSACZ22 Mo, 1441
Withstands 1260VAC per UL ) 9 i

943 and CSA-C22.2 No. 144.1-
08

Short Circuit Current Rating :
10KA

Temperature Rise : Max 30C
after 100 cycles OL at 150 Short Circuit Current Rating :
percent rated current g

cent rated current

Environmental Specifications
Body Material : Polycarbonate

aterial Specifications

Material : Polycarbonate

Clamps : Brass (Jamps : Brass

Face Material : Thermoplastic e Material : Thermoplastic
Grounding Screw : Plated Grounding Screw : Plated
Steel

Line Contacts : Brass Triple-
Wipe
Notes : w/ Wallplate

Operating Temperature : -35C
to +66C

Terminal Screws : Plated Steel
Yoke ; Zinc-Plated Steel

ne Contacts : Brass Triple-
ipe
otes : w/ Waliplate

duct 1D : Ratings are
germanently marked on device

srminal Accom. : 14-10 AWG

: i ID : Brass-Hot,
reen-Ground, Silver-Neutral




inal Screws : Plated Steel

Mechanical $ cations
Amperage : 20 A srage : 20 A
Body Material : Polycarbonate At Rated Voltage : 1 HP
Brand : SmartiockPro Brand : SmartiockPro
Color : White
Face Material : Thermoplastic  Feature : Self-Test
Feature : Self-Test Spec WC-596 : Yes
Fed Spec WC-596 : Yes

p : Residential

Grade : Residential ORI GRRCEAon.
/Commercial Specification i

Grade gunding : Self Grounding
Grounding : Self Grounding

NEMA : 5-20R

Pole: 2 andards and Certifications

Product ID : Ratings are
permanently marked on device

Screw Terminal Torque : 14-
18 in-lbs

Standards and Certifications

1 ULJCSA, NEMA WDE, NEMA efmination : Back & Side
wD1

Strap Material : Galvanized
Steel

Tamper Resistant : Yes
Terminal Accom. : 14-10 AWG

Terminal ID : Brass-Hot,
Green-Ground, Silver-Neutral

Termination : Back & Side

Trip Level : Class A, 5mA plus
or minus 1mA

Type : Standard

Voitage : 125 VAC
Warranty : 2-Year Limited
Wire : 3

Standards and Certifications
ANSI: C-73
CSA C22.2 No. 42 : Yes

CSA-C22.2 No, 144.1-06 : File
LR-57811

Fed Spec WC-586 : Yes
MIL-SPEC : A-A-55459-SB
NOM : Yes




UL 943 : File E48380
ULA498 : Yes

Features and Benefits

~ Provides continuous ground faull protection — detects and

trips on actual ground fault even

conducted

On initial power up, tests the GF
= Auto-monitoring exceeds the UL

when self-test is being

C1 within 3 seconds
ek ¢

~ Auto adapts and shifts to more flequent testing if potential

problem is detected

Status Indicator Light provides simple, intuitive feedback on

power and protection status as ell as indication of line/load

reversal

- Patented Lockout Action prev reset if GFCI is damaged
and cannot respond to a ground fault

~ Elecironics are designed to minimize any false triggers

- Reduced depth makes it easier fa install in any electrical
box, even shallow ones

~ Terminals allow for easy wiring pptions — back and side wire
capable

- External back wire clamps visual indication of proper
wire seating

Withstands high torque and resists wire puliout
Standard brass self-grounding ¢lip
Trip threshold meets or exce

UL requirements for

tripping time

- jmproved immunity to high-fr cy noise reduces
nuisance tripping

- Advanced electronics design pfovides superior resistance to

electrical surges and over-voltages

Compatible with all Decora
in select Decora colors
UL Fed Spec WC-596 rated

*

Patents

CA2621644
CA2677283
MX302458
MX344687
US11348293
US11831139
Us7697252
Us7868719
Us8587914
US8944859
U898276393

This list is provided for patent mi

faith effort is made to maintain the
this list. No legal inference should

a patent from this list.

ices and wallplates; available

CA2624409

A2730014
308485
10483066
11456138
7355117
7820809
8242362
8599522
0053886

ing purposes only. A good
racy and completeness of
be drawn from the omission of




Dimensional Drawing

Leviton Manufacturing Co., Inc
201 North Service Road, Melville, NY 11747

Telephone: +1-800-323-8920 © FAX§+1-800-832-9538 * Tech Line (8:30AM-7:30PM E.S.
T. Monday-Friday): +1-800-824-300%
Leviton Manufacturing of Canada, Ltd.

165 Hymus Boulevard, Pointe Clairg Quebec HIR 1E9 - Telephone: +1-800-461-2002
FAX: +1-800-824-3005 -
Leviton S. de R.L. de C.V.
Lago Tana 43, Mexica DF, Mexico QP 11280 - Tel.: (+52)55-5082-1040 - FAX: (+52)
5386- 1797 -
Visit our Website at: www.levitonom

© 2025 Leviton Manufacturing Co., Inc. All Rights Reserved. Subject to change without
notice.

Leviton has a global presence.
if you would like to know where focal Leviton office is located please go to:

© 2025 Leviton Manufacturing Co., Inc.




PANELBOARD - LA

MAIN: 200 MILO

SERVICE: 240/120V, 1P, 3W

FED BY: Main
CKT # CIRCUIT DESCRIPTION CIRCUIT DESCRIPTION CKT #

40 EXHAUST FAN SPARE 39
38 HAND DYER SPARE 37
36 BATHROOM GFCI WATER HEATER 35
34 STORAGE OUTLETS WATER HEATER 33
32 OUTDOOR QUAD EXHAUST FAN 31
30 STORAGE OUTLETS EWH-1 29
28 STORAGE OUTLETS EWH-2 27
26 BATHROOM GFCI EWH-3 25
24 LIGHTS GRINDER PUMP CONTROLS 23
22 EXTERIOR LIGHTS GRINDER 21
20 GRINDER PUMP-1 19
18 PUMP 2 SPACE 17
16 SPACE SPACE 15
14 SPACE 13
12 SPACE SPACE 11
10 SPACE 9

8 SPACE SPACE 7

6 SPACE 5

4 SPACE SPACE 3

2 SPACE SPACE 1

INRUSH ELECTRICAL SOLUTIONS

PHONE: 706-816-0077
WWW.INRUSHES.COM

»

INRUSH



http://www.inrushes.com/
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